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. Product Information:

The AX88772 Controller is a single chip USB 2.0 to Fast Ethernet Controller. This is a
AX88772 NDIS driver for WinCE 5.0 embedded system. It was qualified by WinCE 5.0
CETK on a Intel Celeron 466MHz system with a NEC D720100AGM USB 2.0 PCI Host
adapter running WinCE 5.0 CEPC X86 Platform Image.

. Files Descriptions:
The AX88772 WinCE driver package includes the files as described below,

RELEASE.PDF This file
AX88772.DLL Driver file
PROJECT.REG Sample REG file

CETK_LOG\ IC_TEST.LOG CETK One Card Test log file
CETK_LOG\2C_TEST.LOG  CETK Two Card Test log file
CETK_LOG\ 1IC_TEST.TXT  CETK One Card Test readme file
CETK_LOG\2C_TEST.TXT CETK Two Card Test readme file

. Revision History:
Revision Author Date Description

v1.0.0.0 Allan Chou 2005/06/13 1. New release for WinCE 5.0
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4. Driver Installation:
1. Add below AX88772 registry values into the $(_ WINCEROOT)\PUBLIC\CEBASE
\OAK\FILES\PROJECT.REG file.

; @CESYSGEN IF BSP_NIC_AX88772
;JF BSP_NIC_AX88772
[HKEY_LOCAL_MACHINE\Drivers\USB\LoadClients\2965_30496\Default\Defaul\AX88772]
"DLL"="AX88772.DLL"
"Prefix"="NDS"

[HKEY_LOCAL_MACHINE\Drivers\USB\ClientDrivers\AX88772]
"DLL"="AX88772.DLL"
"Prefix"="NDS"

[HKEY_LOCAL_MACHINE\Comm\AX88772]
"DisplayName"="ASIX AX88772 USB 2.0 Fast Ethernet Driver"
"Group"="NDIS"

"ImagePath"="AX88772.d11"

[HKEY_LOCAL_MACHINE\Comm\AX88772\Linkage]
"Route"=multi_sz:"AX887721"

[HKEY_LOCAL_MACHINE\Comm\AX887721]
"DisplayName"="ASIX AX88772 USB 2.0 Fast Ethernet Driver"
"Group"="NDIS"

"ImagePath"="AX88772.d11"

[HKEY_LOCAL_MACHINE\Comm\AX887721\Parms]
"BusNumber"=dword:0
"BusType"=dword:1
; "NetworkAddress"="00-12-34-56-78-9a"  ;Define an override MAC address 00-12-34-56-78-9a

; AX88772 Driver Parameters:

; "ConnectionType" ==> 0 = "AutoSense"; 2 = "10BaseT Half_Duplex"; 3 = "10BaseT Full_Duplex"
; 8 = "100BaseTx Half_Duplex"; 9 = "100BaseTx Full_Duplex"

; "FlowControl" ==> (0 = "Disable"; 1 = "TX PAUSE"; 2 = "RX PAUSE"; 3 = "Enable"

bl

"ConnectionType"=dword:0
"FlowControl"=dword:3

[HKEY_LOCAL_MACHINE\Comm\AX887721\Parms\Tcplp]

; "EnableDHCP"=dword:0 ;:Disable DHCP function

; "IpAddress"="xxx.xxx.xxx.aaa" ;Define your IP address (xxx.XXx.Xxx.aaa)
; "Subnetmask"="255.255.255.0" ;Define Submask IP address

; "DefaultGateway"="xxx.xxx.xxx.bbb" ;Define Gateway IP address

; "DNS"="xxx.xxX.xxx.ccc" ;Define DNS server IP address

"AutoCfg"=dword:1
"EnableDHCP"=dword:1 ;Enable DHCP function
"UseZeroBroadcast"=dword:0 ;Use zero for broadcast address?

;ENDIF BSP_NIC_AX88772
; @CESYSGEN ENDIF BSP_NIC_AX88772
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2. Install new platform for your project

Hew Platform Wizard - Step 1

Welcome to the New Platform Wizard

This wizard guides you through the process of creating an
0S design for a Windows CE-based platform. An 05
design defines the characteristics of a Windows CE 0S.

You can create an 0S design by choosing a design

and one or more board support packages

= [BEPs). A BSP includes an OEM adaptation layer [0AL)
= and device drivers.

This wizard helps you:
Choose a BSP.
Choose a design template.

Add items to your 08 design or remove items from it.

To continue, click Next.

Hew Platform Wizard - Step 2

3]

Workspace Name And Location
Choose a friendly name for your workspace.

YourProjectName

Path:

[DAWINCE500\PBWorkspacesiGhout) Jles]

el [ |

Cancel

o) [ cBack [ Gond ]

Cancel

New Platform Wizard - Stop 3 3]

Board Support Packages [BSPs) @
A BSP contains a set of device drivers that are added to your 05 design.

Available BSPs:
ODE: X86

Select one or more BSPs for your 08
design.

A BSP for a Windows CE PC-based hardware
reference platform. The platform uses the
0S5 based on the x86 architecture.

Note: Only BSPs supported by installed
CPUs are displayed in the list.

New Platform Wizard - Step 4
Design Template )

A design template is a pre-defined selection of Catalog items.

Available design templates: Choose the design template that is most
closely aligned with the purpose of your

target device.

Custom Device

Digital Media Receiver
Enterprise Terminal
Enterprise Web Pad
Gateway
Ind

Provides the starting point for a
browser-based consumer Internet appliance
with a fixed display such as a CRT or LCD
display and a keyboard.

T .
Mobile Handheld
Set-Top Box
Tiny Kernel
WWindows Thin Client

ol

] l

< Back H @ | [ Finish ] [ Cancel l

New Platform Wizard - Step 5

Applications & Media
Select items for applications and media to include in your OS design.

Support for applications and services
["] Standard SDK for Windows CE designed for the .NET Compact Framework.
[¥] Windows Media Audio/MP3
[v] windows Media Video/MPEG-4 Video
["] Windows Messenger
[] wordPad
-[] XML MIME Viewer
-] Internet Browser
=[] Microsoft File Viewers
@[] Windows Media Player
i [| Windows CE Error Reporting

Esti d size of these items: 6225 KB

< Back ( Next > ) l

_] Einish ] [ Cancel ]

Hew Platform Wizard - Step 7 )
Completing the New Platform Wizard

You have successfully completed the New Platform Wizard.

You have created an 05 design for a Windows CE-based
platform. By default, Platform Builder provides a Debug
configuration and a Release configuration of this 05 design.

Options:
 Modify build options for the Debug and Release
design without closing this wizard.

of your 05

To close this wizard, click Finish.

Next >

al (G

Note: Please check if the PROJECT.REG file in $(_ WINCEROOT)\PBWorkspaces
\<YourProjectName>\WINCESO00\CEPC_x86\0OAK\files subdirectory is included

all contents modified in Step 1.
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3. Copy AX88772.DLL file into the $(_WINCEROOT)\PBWorkspaces
\<YourProjectName>\WINCES00\CEPC_x86\OAK\files subdirectory.
4. Choose “Build and Sysgen” from the Build OS menu to build the platform image file

(NK.BIN).

5 choud - Platform Builder [rum] - [Welcome to Platform Builder]

Lm

total space 243152 in 115 Eanges
writi pg D: \wmnssnn\raw rikspaces\chou9\Relbil \EEPE x86_Rele
Ta soc a:mzu nunmﬂ 0 ( 56)
r g mm g S ¢ pointer at suzzww

Kernel copy sectiun snnzr 58 00000030 ( 148)

ROM Header 80c337cc 0000005 ( 8u)

First DLL code Address: 833c0080

Edit Wiew Project Plstfonn Tagst Evild Project |Build OF Debug Incls Window Help

ﬂﬁﬁ'

i La: t DLL code ﬂﬂﬂl’ﬂss: 849080000
r First DLL Add B1F001F0
Cleon Before Builling = t L indie

62068000

88 choud Catalog items ; v Copy Files to Releass Directory After Build ress: :gi;:g::

«- 3% CEPC: x86 v Make Run-Time Image After Build Socas it

o Copy it Belae Dt e oo
+-[C1 Audio opy Files 1o Relsass Directory 12“

+ [ Display Make Run-Time Image i
+-(1 Input Devices uun-u 58
=<4 Networking E

= 3 Local Area Networking (LAN] des  Bateh Build

[ NE2000-compatible (PCMCIA B Open Relesse Directory

uuuzn
80222294
00a14F00 ( 10571520)
80229348

+-[Z1PC Card
0012292

+-[] PCIBus es size:  88Bcausc

#-[] Printer Devices e

=[] Serial or D:\UINGES 80\PBUorkspaces\chougsRelDir\CEPC_x86_Release\PostRonlnage

+-[(] Storage Devices NCES 00\PBYorkspaces\chou9\RelDir \CEPC_x86_Rele: \P stHakelng. ba t t run
to DI\WINCESE.

g2 DUSB Host v d /C D:\WINCES 00\publiciconmonioak\niscApbpostmakeimg

P EOSDeslganw JL@ Fﬁ[ﬂmE|EIVIEWJ J FI|EVIEWJ

5. Startup your CE/PC to get the connection with the Platform Builder.
5-1.Install a supported Ethernet adapter (like NE2000 ISA card or RTL8139 PCI card)
for Ethernet Boot Loader (eboot.bin) and a ASIX AX88772 USB to Fast Ethernet

adapter for tested WinCE driver.

Note 1: Please set a proper IRQ, IOBASE and IP address in the
AUTOEXEC.BAT file of the CE/PC Boot Disk for the Ethernet
Boot Loader adapter.
(For PCI card: set to IRQ=0, IOBASE =0 for auto-detection.
For ISA card: set to the same IRQ, IOBASE as the H/W setting.)

5-2. Insert the CE/PC Boot Disk into your CE/PC.

5-3. Power ON the CE/PC.
5-4. Select “Boot CE/PC (ether via eboot.bin with /L:800x600x16)” from the boot menu.

6. Choose “Connectivity Options” from the Target menu to configure an Ethernet
connection for downloading and debugging the image file.
6-1. Select “Ethernet” in the drop-down menu titled “Download”.
6-2. Select “Ethernet” in the drop-down menu titled “Transport”.
6-3. Click “Settings” button associated with the “Download” option.
This will open a new dialog to wait for the available CEPC devices.
6-4. Select “KbStub” in the drop-down menu titled “Debugger”.
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Eﬂe Edit ¥iew Pmoject Platform 'Ta.'r_get EBuild Froject Build O3 Tools Windc

|z k ﬁ "".' SE e Device Configuration
% Ethernet Download Settings X Ca
— |CE Device LI
Device Boot Name:
=-88 choul Catalog items |cepce1a0s | Dovwnload:
& & CEPC: %86 [P Address:  192.9.20.180 ¢[Eihernet = settings |
-3 Device Drivers e
[+ D Audio Active Devices:
#-(C1 Display M
#-(7 Input Devices T H: (Eterset J =l setings
_ £ Networking '_Ea CE Exeptions... { CEPCE1906 )
D Pfl'é Lco;?jl Area Net Waiting for CE/PC device | oy
= PCI Bus Diebug Mesmge Options. .. | L—/-demb =
#- [} Printer Devices Felsass Directory Modules
#-[C] Serial =
-] Storage Devices ﬂ
. &[] USB Host v
S— | ? Apply ‘ Close ‘ Help |
@OSDesignViEWIQ ParameterYiew ]EI FiIeView] (

7. Choose “Attach Device” from the Target menu to start downloading the Platform Image

file onto the CE/PC.

45 chou® - Platform Builder - [Welcome to Platform Builder]

Eile Edit View Project Platform | Tar; Build Project Build 08 Tools Winde
g =L :
||CEPC: x86_Release

w7 Audio
#-(Z1 Display
#-[1 Input Devices
-3 Metworking
=<4 Local Area Met

B ASIX AXBBT7 BT 1 biodulee sid Syaivel
n NE2000-cor | & CE Exceptions...
+-(Z1 PC Card
Bl ﬂ PCl Bus Connectivity Options...  ClShiftC
* Printer Devices Diebug Message Options...
+-(] Serial Felease Directory Modules. .
fioo T ¥ e -

ParameterView ] ] FiIe‘Jiew]

hE

Downlosding: Db MCEPC 85 Relsasshnk bin

Estimated tire laft: 4 zec (4 3 MB of 9.8 ME copied)
Diownload through: Ethernet
Transfer rate: 1.4 MBlsec

[w]E nze this dialoz box when dovwnload completes

[ Closs ][ Cancel ]

8. After the image file is downloaded successfully, the CE/PC will be booted up to WinCE
operation system by running the Platform Image file.
9. Run Ping command to verify the network connection function.
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5. Modify Driver Parameters:
1. Modify the AX88772 registry values from the $(_ WINCEROOT)\PBWorkspaces
\<YourProjectName>\RelDir\CEPC_x86_Release\PROJECT.REG file.

; @CESYSGEN IF BSP_NIC_AX88772
;JF BSP_NIC_AX88772
[HKEY_LOCAL_MACHINE\Drivers\USB\LoadClients\2965_30496\Default\Default\AX88772]
"DLL"="AX88772.DLL"
"Prefix"="NDS"

[HKEY_LOCAL_MACHINE\Drivers\USB\ClientDrivers\AX88772]
"DLL"="AX88772.DLL"
"Prefix"="NDS"

[HKEY_LOCAL_MACHINE\Comm\AX88772]
"DisplayName"="ASIX AX88772 USB 2.0 Fast Ethernet Driver"
"Group"="NDIS"

"ImagePath"="AX88772.d11"

[HKEY_LOCAL_MACHINE\Comm\AX88772\Linkage]
"Route"=multi_sz:"AX887721"

[HKEY_LOCAL_MACHINE\Comm\AX887721]
"DisplayName"="ASIX AX88772 USB 2.0 Fast Ethernet Driver"
"Group"="NDIS"

"ImagePath"="AX88772.d1l"

[HKEY_LOCAL_MACHINE\Comm\AX887721\Parms]
"BusNumber"=dword:0
"BusType"=dword:1
; "NetworkAddress"="00-12-34-56-78-9a"  ;Define an override MAC address 00-12-34-56-78-9a

; AX88772 Driver Parameters:

; "ConnectionType" ==> 0 = "AutoSense"; 2 = "10BaseT Half_Duplex"; 3 = "10BaseT Full_Duplex"
; 8 = "100BaseTx Half_Duplex"; 9 = "100BaseTx Full_Duplex"

;. "FlowControl" ==> (0 ="Disable"; 1 = "TX PAUSE"; 2 = "RX PAUSE"; 3 = "Enable"

bl

"ConnectionType"=dword:0
"FlowControl"=dword:3

[HKEY_LOCAL_MACHINE\Comm\AX887721\Parms\Tcplp]

; "EnableDHCP"=dword:0 ;Disable DHCP function

; "IpAddress"="xxx.xxx.xxx.aaa" ;Define your IP address (Xxx.XXX.XXX.aaa)
; "Subnetmask"="255.255.255.0" ;:Define Submask IP address

; "DefaultGateway"="xxx.xxxX.Xxxx.bbb" ;Define Gateway IP address

; "DNS"="xxx.Xxxx.xxx.ccc" ;:Define DNS server IP address

"AutoCfg"=dword:1
"EnableDHCP"=dword:1 ;Enable DHCP function
"UseZeroBroadcast"=dword:0 ;Use zero for broadcast address?

;ENDIF BSP_NIC_AX88772
; @CESYSGEN ENDIF BSP_NIC_AX88772
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2. Choose “Make Run-Time Image” from the Build OS menu to build a new platform image
(NK.BIN) to take effect the new settings.

6. Known Errata:
None.
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