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Caution and Preventive Tips

Power Supply

The video recorder 4CH and 8CH machine using DC-12V electric source, and 4.16A electricity for 4ch, 6A electricity for 8ch, of which 16CH used ATX

150W power supply, the supply voltage before use must confirm.
Please shut down the power if you don't use it for a long time, and pull the plug out the socket.

Safety

This machine is indoor equipment ,in order to prevent the risk of short circuit or electrics shock ,don’t put it on the rain or humid environment .

In case of any solid or liquid into the DVR, please cut off the power at once, don't open it until the qualified technician examined.
It is delicate machine, it is too difficult to repair it by user themselves. If there is any problems, please ask the qualified technician to examine, or
contact the distributor.

Installation

DVR should be installed at horizontal place.

DVR shell should be grounded .

Make sure the hard disk is installed before the initial using .

Avoid opening the case or replacing the hard disk under the power state.

Recommend using the high-speed hard disk of 7200 transgenic/s or above.

Please select the appropriate installation place ,so that the air can flow free ,in order to prevent the machine overheating

The machine mustn’t be installed in those areas that near the heat source such as radiator ,or direct sunlight ,or excessive dust or mechanical
vibration areas.

CHARP.1 Product Introduction

1.1 Overview

This series standalone DVRs are high quality digital monitoring system products which are researched and designed specifically for cctv field ,which
adopt embedded processors and Linux operating systems, apply of high-performance coding and decoding chipsets, bring in the most advanced IT

technological achievements, such as audio codec, high capacity storage hard disk, TCP / IP network and more, which fix the code in FLASH,
-5-



making the system more stable, the image more clearer and the function more powerful.

H.264 Network DVR

This series of digital video recorders can be used independently, but also can be networked to form a powerful network monitoring center, which
have been widely used in different areas and sectors’ security and surveillance, such as domestic and international bank, telecommunications,
power, justice, traffic, residential area, factory, storage resources, water resources, etc. In addition, which also play an very important role in home

monitoring system.

This user manual takes 8ch standalone DVR as sample to illuminate specifically, all the figures are based on this DVR, for the operation of 4ch and
16¢ch DVR, please take this for reference.

1.2 Features

With analog output interface and VGA
interface
1/4/8/9multi-screen monitor;

Real-time Display the real-time video stream and how ) ) )
. ] The hard disk model, including cycle coverage records and
Monitoring many resources be occupied per hour;
HDD non-cycle records ;
Through the channel marks to prompt the ; ,
) ) Adopt special format to store data, so the data can’t be
channel status, such as recording, motion )
, . . tampered, and ensure the data security;
detection, video loss, video block, alarm
triggered.;
Support search the system logs local.
Through USB interface (such as USB disk and movable
Compression Video compressmn forme.:lt,:. H.264,; . hard disk, etc.) to back up;
Format 8channel video and audio input, keep video Backup The client computer can download the file on your hard
Multi-tasking operations: It can achieve Remote monitoring through network;
not only real-time recording independently PTZ control;
each channel, but also searching and Network Recording files search and playback;
playback for 1ch/4ch, remote monitoring, Functions Changes the settings and parameters of the system or
record searching and downloading; software upgrade;
Playback Multi-recording modes: manual,time, Remote alarm processing and system logs searching and
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schedule, alarm linkage, motion detection,
etc. Support preview;

User can playback the recording files of DVR
through network;

It can achieve to search recording files fast
and search the recording file as types;
Multi-playback modes: slow playback, fast
playback and frame-by-frame playback;

It can display the exact time of the incident
when playback the recording file.

more functions;

Adopt Embedded TCP / IP protocol and linux operating
system, user can browse the system through IE browser;
Management modes: Adopt the enhanced user
management, only the qualified users can login, user can
set different users with different authorities flexible and
convenient according to their needs;

Alarm

4/8ch alarm input (the types of alarm can be
generated by setting the regular open or
normally closed the switch), and with video
loss alarm, motion detection alarm, the
alarm device can be a smoke detector,
temperature detectors, infrared detectors,
etc,;

With 1/2ch relay switch-values alarm output,
it can achieve alarm linkage and the live
lighting control conveniently;

Both the alarm input and alarm output
interfaces are with the protection circuit,
make sure that the main equipment from
damage;

Communication
Interfaces

With a special interface for the achievement of alarm input
and PTZ control;
With a standard Ethernet interface for viewing remotely
through network;

PTZ Control

Support PTZ decoder through the RS485
communications;

Scalable multiple decoder protocols for the
achievement of PTZ and speed dome
control functions;

Smart Operations

Friendly Human-Computer Interaction interface, it can be
operated by mouse to achieve all functions.
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CHARP.2. DVR Usage

2.1 Open DVR and look—over

When the transport company you need DVR will be sent to your hands, first check whether it looks obvious damage. Product packaging materials on
the use of protection during transport can cope with most unexpected impact.
Then you open the case, check the accessories are complete.

1. On the front panel and rear panel

A variety of buttons on the front panel and rear panel features a variety of interface instructions are detailed instructions;
Foil on the front panel of the models is very important information, please check carefully with ordering the contract phase;
The back panel of the label affixed to our after-sales service work is of great importance, please protect, not destroy, discard, or to provide warranty service

does not guarantee the

o

2. Open the cabinet and look-over

In addition to checking whether there are obvious signs of external damage, please note that before the inspection panel data cable, power

cable, power supply and motherboard fan connection is loose.
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. 2. 2. The introduction of FRONT PANEL depend on the real equipment

key name Descriptions
Power LED POWER Power indicator light that DVR has power (including the shutdown state)
Run LED RUN Shows status of run
Record LED REC Shows status of recording
Network LED NETWORK Shows status of network
Playback LED PLAYBACK Shows status of playback
Backup LED BACKUP Shows status of backup
POWER BUTTON POWER Shows status of power
Menu BUTTON MENU Press to open the main menu.
Esc BUTTON ESC Press to close the main menu
Digital BUTTON 1-9 0 10+ Input the number; the picture enlarge according to channel under the preview;
FN BUTTON FN FN
PTZ BUTTON P17 Press to PTZ
SEARCH SEARCIH Press to SEARCH; when press the SEARCH button for 5 seconds, the VGA and monitor could work
simultaneously.
REC REC Press to RECORD
SLOW play SLOW/— Press to slow playback speed by 1/2, 1/4, 1/8
FAST play FAST/+ Press to increase forward playback speed 2X, 4X, 8X
Press to freeze playback to one frame, then press again to advance
PLAY PLAY/PAUSE
frame-by-frame
STOP BUTTON STOP Press to stop playback
SWITCH BUTTON SWITCH 1/4/8/9/16 SWITCH
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DIRECTIONG BUTTON | A. V. 4. p Press to move cursor up,down,left,right

ENTER BUTTON ENTER In menus, press to confirm selections

.2.3.Front of the equipment

NETWORK

POWER MENU PTZ ESC

H.264 DVR e e e e

REC  SLOWI/- FAST/+ STOP PLAY/PAUSE SEARCH

.2.4. REAR PANEL

- " Video In- —© Audio In ©

OOOOqaoaan w[ e

N N AN AN AN | N AN AN A/ e

~hoout | - — -

OO0 <~

_ . 4 4
R I I vaA Net  Gom uan o aasuiaie  ov

GND GROUND NET INTERNET INTERFACE AOUT | Audio output
NCX,NO | Alarm Out USB with USB Mouse, USB Disk VIN-IN | Video input
X
ALARM | Alarm in MOUSE | with USB Mouse AIN-IN | Audio input
1,2,3,4
RS-485 RS-485 VGA Video output V-OUT | Video output with BNC interface

-10 -
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The above illustrations based on the 4ch and 8ch, and the others types is similar with them;

2.5 Remote Control Operation

Users can use the remote controller to control DVR,the remote control keys are distributed as follows:

11 -
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A

ENTER

-12 -
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English English
No. Nagme Descriptions No. N:me Descripions
1/4/8/9/16 preview screen window modes
[POWER] | Power on/Power off ® [H]
© ® switch
@ [REC] Recording control Pop-up the soft keyboard at the editing status;
® [SEARCH | when press the SEARCH button for 5 seconds, Pop-up the relative menu of the currennt
)| the VGA and monitor could work simultaneously. © (] channel at the previewing status;
[ 4] Slowly playback,1/2x,1/4x%,1/8x, single frame Pop-up the relative menu of the current channel
playback at the playback status.
[LENS/VOL-
[»r] Speed playback, 2x,4x 8% playback 1 Lens control,Volume down, Number decrease
D)
® [LENS/VOL+ ,
@ (W] Stop ] Lens control,Volume up, Number increase
>/ Play at the searching status, Play/Pause @ [MUTE] Mute open/close
Switch between Full-screen and Multi-screens Number input
[m) lavback modes ® [0~9 10+] Enlarge the corresponding channel to
Pay ' full-screen at the previewing statue
® [MENU] | Enter into menu.
Close the software keyboard;
Close the current window;
Exit the current control; ® (] Backspace
[ESC/PTZ
® ] Back to the last menu;
Exit the status of box list selection;
Enter into or exit the PTZ control at preview
status. [DEV] Device select
Confrim the operations;
Switch the editing area(Time,date,IP address);
@) [OK] Switch between full-screen and multi-screens at

the previewing status;
Enter into the list box selection status and confirm

-13-
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your selection;

Select/Cancel the status of the check box.

CHARP.3 Basic Operations

3.1.1 Mouse operation

1 Single left click

Click the left button of mouse and enter the fuctional menu.

Execute the operation instructed by button.

Change the status of check box or the motion detection block.

Click combination button to get the drop-down list, click on the
list of items to choose.

When at the mode of PTZ control, click the corresponding
buttons on screen to control the rotational direction of the
camera.

In the input box, you can choose the numbers, symbols,
text-transform by clicking the left mouse button on the soft
keyboard, "<" Backspace,

spaces.

% (= Jjo [~
X ][> Jje-|[ea

N [ ([
c Jja Jjoe|[o
&~ =]~
O« |||
et |- |[e0

c ||~ (o
< |=ll=[=
ul|CHICNIEN

-14 -
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when the input type is data/number, this Numeric keypad will

pop .
"0 ~ 9" enter the number, "C" clear the current content, "<"
backspace.

o]l 1]{2
HEOH
6]L7](8
9]c]i—

Single right click

Real-time monitoring screen, click the right button of mouse,
there will be a pop-up menu as follows:

GQUAD
8-UuIN
S—liIN

PLAY BACK

PTZ CONMTROL
ALARM RESET
START ALDIO
VIDED ADJUST
SET RECORDING

MAIN MENU

You can use this menu to switch the window modes of the
preview screen, start records playback, PTZ control, start
audio, set recording modes and more operations.

-15-
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In the mode of "Quad", click the left button of mouse, there will
be a pop-up menu as follows:

LAST PAGE
NEXT PAGE
REC SEARCH

PLAY BACK
B sToP

B SPEED +
SPEED -
MUTE

HIDE CONTROL
You can switch the monitoring screen in single window or four
windows, search records and play control, show or hide the
control strip.

Click the right button of mouse at the soft keyboard, you can
close the soft keyboard.

Click the right button of mouse at any place except the label,
edit box and buttons, you can close the current window.

Left double-click

Execute the special operations of the window. If user
double-click at any items of the recording file list, it will
playback the file directly.

Double-click the left button of mouse to enlarge the video
window to full-screen or restore it to multi-screens.

When at the PTZ control mode, double-click the left button of
mouse at the screen centre to enlarge the screen or restore it
to multi-screens.

Adjust the numbers;

wheel Flip list box up and down;
Control the lens zoom at the PTZ operation mode;
Hold down the left button of mouse to drag to the lower right
Mouse drag

corner to select the motion detection area; hold down the right

-16 -
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button of mouse to drag to the lower right corner to cancel the
selected area.

Drag the play progress bar forwardly or backwardly to adjust
the location of the current record displaying; drag the slider
forwardly or backwardly to adjust the parameter.

3.1.2 Power on

& If the [POWER] mark lighting is out, please operate as follows:
First: If the power does not plug, please plug in the power, the DVR will start; if the DVR won't start, please enter the next step;
Second: Open the power switch of the DVR, it will start.
& Ifthe [POWER] mark light is red, just please press the [POWER] key to start the DVR..
After started the DVR,the video output is the default multi-screen output mode, if the start-up time is in the recording time which have been

-17 -
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setted before, the system will automatically start recording function.

If you didn’t install hard disk before start the DVR, after you entered into the system, it will prompte as follows: (Figure 3-1)

X]

HARD DISK DRIVE NOT DETECTED!

Figure 3-1

3.1.3 Shut down

Right ways:
A. Hold down the POWER button about 3 seconds and confirm to shut down the system, and stop all the work of DVR.(Figure 3-2)

X]

CONFIRM SHUTDOWN SYSTEM?

Figure 3-2

B. Enter into [menu] , then select “Shutdown system” in exit system menu. (Figure 3-3)

BI
LoGoutT_____ [¥

LOGOUT
SHUTDOWN SYSTEM
REBOOT SYSTEM

Figure 3-3
Non-normal shut down: (should try to avoid)

A. By turning off power switch
-18 -
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When the DVR is running, you can shutdown it directly by the power switch of the back panel, should try to avoid (especially when it is
recording).
B. Unplug the power cable directly
When the DVR is running, you can shutdown it directly by unplugging the power cable, should try to avoid (especially when it is recording).

INote: In some circumstances, the power supply is abnormal, DVR will lead to not work properly, even DVR will be damaged, In such
icircumstances, we recommend user to use the regulated power supply,

3.2 Login

How to enter the menu mode:

Click the right button of mouse and select” menu” to enter the main menu interface;
Click the "Search " shortcut key, enter into the playback interface;

Click the "REC" shortcut key, enter into manual record interface;

Click "PTZ" shortcut key, enter into the PTZ control interface.

There are three default users of the system, they are "admin", "user”, "default", the users of the system can not be removed. The initial password of
user "admin" is 666,666, which is the highest authority user, it can carry out all operations; the initial password of user "user" is 123456, which can
record, playback,backup and set parameters, etc., but it can not add new users or upgrade systems; the user “default” has been defaulted when it
leave factory, which is a lowest authority user, only have monitoring authority. (Figure 3-4)

e
N —

PLEASE INPUT PASSWORD.

Figure 3-4

Password security measures: User can only try five times in every 30 minutes, otherwise the account will be locked.
Note: For security reasons, please change the default password in time, if want to add and modify users, please refer "User Management" section.
With regard to input: Except using the DVR front panel and remote control to input, user also can click the left button of mouse at the input box, the
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software keyboard will be pop-up.

INOTE: When the DVR is recording, timing recording or alarm recording, if the power is cut off or forced to shutdown, the device will
Ipreserver the videos and automatically return to the prior working condition. |

3.3 Preview

After DVR started normally, it will enter into preview screen directly.
The preview screen display the current time&date, the name and status of each channel, the meaning of the icons are as follows:

1 | == | When the channel is recording,it will display this | 2
= g play x

} If video lose, it will display this icons;
icons;

3
@ If there is motion, it will display this icons;

NOTE:when press the SEARCH button for 5 seconds, the VGA and CVBS can switch easily from this to the other;.

3.4 Record

Users can choose different recording modes according to their own needs. For different recording modes, when the channel is recording, it will

display a recording icon on the channel screen.

3.4.1 Recording

INotes: User must have recording operating authority to record. Before recording, please confirm that the DVR has been installed |
lhard disk, and the hard disk has been formatted correctly.

1) Enter into the recording control interface
Click the right button of mouse at preview status, and select “Recording Control” in the pop-up menu; or through the " Menu" — "Recording
Control" to enter the recording operation interface; user can also press "REC” button at preview mode to enter into to the recording control

interface directly: (Figure 3-5)
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AUTOMATIC
MANUAL

STOP

Figure 3-5

2) Recording operation interface instructions

[AUTOMATIC] The channel will automatically begin to record as the settings that users has stetted before.

[MANUAL] Which has the highest level of priority, no matter what the current state of the channels are, if user click "Manual" button, all the
relative channels will be recording;

[STOP] Stop all recording;

[ALL] Choose all channels;

3.4.2 Playback

There are two playback ways in the system: fast playback and advanced playback. User can search file to playback, or playback as time.
1) Fast Playback

Click "Search" or the right button of mouse under the preview screen, then choose” playback” in the pop-up menu to enter the fast playback, for
fast playback mode, it only support single-channel playback.
2) Advanced Playback
User Select "Menu"—* File playback”, then can enter into advanced playback. It not only supports 8 channel playback independently, but also

support the 4channels to playback at the same time.
3) Recording Search (Figure 3-6)
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SEARCH DATE

2010 - 12- 01

START TIME

3ol el el ol e
BEBEBEEE
NEBRERBE
33333953

1 1
- 1
3 1
4 1
3 1
6 1
7 1
8 1

TIHEs  §F
L " Y

Figure 3-6
[SEARCH DATE] The record date of the files that you want to search;
[STARTTIME] / [END TIME] The recording time period of the file that you want to search, start time should be less than end time.
[PLAY TYPE] Playback according to the file, or according to time.
[SEARCH TYPE] Select the file type that you want to search, there are ALL, TIME,ALARM,MOTION for options.

[SEARCH CHANNEL] 8channles can be selected.
[PLAY] Select the file that you want to play in the search list, click "PLAY" button, or double click the file that you want to playback directly.

[PLAY TOGETHER] Select the search date, start time/end time and the channels that you want to playback, click "PLAY" button to play.

4) Play Control Strip (Figure 3-7,Figure3-8)

Figure 3-7 playback control
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Descriptions:

1) The speed, channel, time, and process will be showed in playback control panel.

H.264 Network DVR

Button Descriptions | Button Descriptions Button Descriptions
[ 3 Play/Pause | Stop | Slow play
From fast play,

4 slowly play to g Fast play L Mute
normal
Volume [ ] File D Single-screen model

Four-screen X Hide the ' W ,
E ¥ \y Exit

model

progress bar

2) The playback control is effective for all channels when the videos are played according to precise time. However, the play control is effective

only for current channel if the video is played in elect model
3) According to time synchronization playback mode, the system will automatically skip the periods which all channels have no video.

4) The progress can be located through the mouse.

INote:The volume could be controlled through VOL+ and VOL- during playing.|

3.4.3 File Backup

“Menu”—" FILE BACKUP”.(Figure 3-8)
The files backup of DVR could be carried out through DVD burners, USB storage equipment, network downloaded, etc. Here introduces operations

of DVR backup, and the explanations of network backup refer to chapter 8 "remote network control and management
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20100112 04 113. 05K
2010-01-12 04 6. 134
20100112 04 10. 321
20100112 04 2. 64
2010-01-12 04 6. 51M :10:
20100112 04 9.1 15:07:18
2010-01-12 04 3. 21 15:06:19
2010-01-12 04 J.86M 15:05:18

TOTAL FILES: 8 REQ SPACE: 4i1.

Figure 3-8

[ DETECT] If the system has connected to the backup device, Click this button, the list box will displays the type, partition, capacity and other
information of the device. New equipment needs another detection.

[REMOVE] Click remove button, the backup device has downloaded will be loaded safely.

[STOP] Suspend the backup task, but the task of DVD burner model cannot stop halfway.

[ADD] Search for the files which need for backup.

[ CLR SEL] Remove single or multiple backup files which have selected in the list box. This operation only removes the backup file lists but not
deleting the files.

[CLR ALL] Remove all the backup files of the list box. This operation only removes the backup file lists but not deleting the files.

[ BACKUP] Backup all the files of the list box to specified backup device. Please check the equipment if the space is large enough when select a
backup device.

According to the passage, time, or information retrieval type, the user can search for some useful files, and the information of these files will be

displayed in the list box. The user can also select multiple files for backup. After the add operation, the backup files will be displayed in “files backup”
files list.
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£ DHLEL 5¢]

START END
17:20:23 17:21:
17:20:23 17:21:
17:20:23 17:21;
17:20: 23 17:21;
17:20:23 17:21:

DATE CH TYPE SIZE

2010-01-12 04 113. 03K

20100112 04 6. 13

2010-01—12 04

2010-01-12 04

2010-01—-12 04

2010-01-12 04

20100112 04

2010-01-12 04 15:06:19

BHBE8R8Y

TOTAL FILES: & REQ SPACE: 41.94vB

Figure 3-9 Backup retrieval

During the procedure of backup, the figure at the right bottom will show the current completed progress. Users can view the backup video files, and
the files always have a kind of format: Channel number+ year/month/day.

INOTE:In the process of backup, the figures at the bottom will display the real-time progress. So users can do some other operation$

Ibefore the system automatically giving a suggestion.l

CHARP.4 Menu Operation

4.1 Menu Preview

Main Menu Submenu Remark
Realizing video searching and playback. The search operations could be carried
Main menu | out according to the type, channel, and time. The results will display in the list.
N-common video recording, A-alarm video recording. M-motion video recording.
PLAY BACK
HARD DISK Display the. hard disk informatio.n, including the types, positions of the socket, the
total capacity and usable capacity.
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N |
SYSTEM SETUP

LOG Display the event of the system according to the classification of log.
VERSION Display hardware and software versions or characteristics of the system such as
the release date.
NET USER Check the information of online user, including IP address, login account
SYSTEM Settings of the basic parameters such as system time, date format, video format,
language and the number of this equipment.
ENCODING | Settings of the video or audio coding mode, frame rate, quality and so on.
Settings of advance recording, timing video, dynamic detection, external alarm
RECORDING | timing and so on. The record plan can be carried out during a week, and each day
could be divided into four periods.
PTZ Settings of PTZ agreements and communication parameters
NETWORK | Settings of network address, PPPoE port, and DDNS.
Settings of type of sensor, alarm video channels, alarm output and the
ALARM g . yp p
corresponding parameters.
Settings of sensitivity and regional of the dynamic detection; handling methods
DETECTION 95 of Y S ynamie ?
when the video lost or occlusion (alarm output and video channels)
DISPLAY Settings of transparency and color of the menu; the way of picture cruise and

interval.

Controls of automatic recording, manual recording or stop recording.

HARD DISK

Information about the hard disk and format operation of the hard disk
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Selection of alarm protection or removal, alarm output allow or prohibit

ALARM
CONTROL
USER Add, delete, or modify user access or user password
ACCOUNT
EXCEPTION | Selection of buzzer and alarm output when system is abnormal.
SOFT Selection of the functions that require maintenance, upgrade system software
UPGRADE

VGA ADJUST | Regulations of the VGA and audio output parameters

According to the selection, the users can set the whole or part of the parameters
back to default, but not including the user account.

RESTORE

Backup designated video files to the backup device

Cancellation of the current user, and the next operation needs input a password
Close, stop or restart DVR.

EXIT

4.2 Menu Operation

"Menu”(Figure 4-1)
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SYSTEM SETUP

REC CONTROL HARD DISK

ADYANCE FILE BACKUP

’ REC, PTZ, NETWORK, ALARM, MOTION DETECT SETUP

Figure 4-1
The main menu has nine functions including playback, system info, system setup, recording control, hard disk, alarm control, advance, file, files
backup and exit.

Explication: All of the following submenu settings become effective only when have been kept in confirmation, and the function is selected only
when the checkboxes has filled.

4.2.1 System Information

“‘Menu”—*“ SYSTEM INFO”. (Figure 4-2)

The system information includes: hard disk, log, version and net user.
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HDD [INFOD LOG INFD VERSION INFOD

i8

MET USER

’ VIEW USER LOGIN, SETUP, SYSTEM OPERATE LOG

Figure 4-2
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(1) Disk information
“Menu”—“SYSTEM INFO’—“DISK INFORMATION” (Figure 4-3)
Display the types, socket positions, total capacity and usable capacity of the hard disk which have been connected to device.

CAPACITY FREE SPACE
READ-WRITE 465. 7668

TOTAL. CAPACITY: 4635 TEGBE FREE SPACE: OmMB

Figure 4-3

(2) Log information
“‘Menu”—“SYSTEM INFO"—“LOG INFORMATION”. (Figure 4-4)
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Display log information of the system. The users can search the download information easily.

[LOG TYPE] Canchoose [all]l, [system], [set]l, [data management] , [warning] , [videos operation] , [users managementl.
[START TIME] Set the start point of log inquiry.
[END TIME] set the end point of log inquiry.

After the settings of log period and type, press the "search" button, the users can see the log information in the list which meet the conditions,
using the button "<<" and "> >”, the users can also turn the page.

X
LOG TYPE
START TIME
EMD TIME

EVENT
LOGIN:admin
17:51:31 LOGOUT:admin
17:49:54 SYSTEM SETUP

17:46:36 LOGIN:admin

17:25:01 VIDED LOSS START:CH:8

17:22:35 LOGIN:admin

17:20:19 WIDEO LOSS START:CH:8

17:20:19 V¥IDED LOSS START:CH:7
VIDED LOSS START:CH:6

Figure 4-4

(3)Version information
“‘Menu”—“SYSTEM INFO’—“VERSION INFORMATION?”. (Figure 4-5)
Display the versions of system software, hardware and MCU, including release date.
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%)
SOFTWARE VERSION:

MCU WERSION:

HARDWARE VERSION: 7681

RELEASE DATE: A00.03.1

EXTRA INFO: 0003 : 0003

Figure 4-5

(4) Online user
“Menu”—“SYSTEM INFO"—“NET USER”. (Figure 4-6)
In view of the information about online users, including account name and IP address.
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Figure 4-6

4.2.2 Disk Management
“Menu”—“HARD DISK” (Figure 4-7)

Display the current hard disk attributes: type, total capacity, usable capacity.
According to the execution button, the users can do some operations such as current formatting disk.
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HARD DISK 1 . 3 4

— N < B 5C B >

ALL DATA IN THE HOD WILL BE DELETED, CONTINUE?

Figure 4-7

| Note: Please stop recording before format the hard disk/
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CHARP.5 System Control

5.1 PTZ Control

5.1.1 Connection

1) Connect the speed dome camera’s control cable to DVD’s RS-485 port. pay attention to +,-match order.
2) Connect the cameras video cable to DVR video input.
3) Connect power to cameras.

5.1.2 Preparation

1) Setup the control address of speed dome camera, choose the corresponding protocol.
2) Switch the current picture to display channel.

5.1.3 Operation

Click right key of the mouse when display ,pop-up the shortcut menu then choose "PTZ control" or press "PTZ" key to enter the control
menu.(Figure 5-1,Figure 5-2)

e @ @ seeen eell——— R Preser
IRIS FOCUS ZOOM

o T vone  (SEa LT W G N

Figure 5-1

[PTZ] When move mouse to the top, bottom, left and right place in the current picture, screen will present the corresponding direction arrow
automatically. Press the mouse can control the direction. It can also be controlled through the panel ort controller «—1—| key.

[ Speed] Control the direction speed of PTZ camera through the step size adjustment, the bigger size, the faster speed.

[-Iris+] lIris size adjustment

[-Focus+] Focus adjustment
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[-Zoom+] Zoom function, also can use the mouse wheel to control the zoom.

Note: Change the iris, focus and zoom mode through "MODE" key, it can also control the LENS+, the LENS-.

SCAN LIMIT
SCAN CONTROL

& @ & pcp |RUTO SCAN

IRIS FOCUS ZOOM MENU CONTROL

e & & MODE

K 5-2
[ Operation] <Scan Limit> Move the speed dome camera to left side and setup the left limit. Setup the right limit when camera move to right side,
<Auto Scan> after starting, it can control the camera scan automatically between the right and left limit side.
<Pattern Set> after starting, it will record all paths of the PTZ camera and save it when stop.
<Auto Iris> System will adjust the iris to the best effect automatically after switch on
<Backlight Compensation> Choose this option, system will provide backlight compensation when in the dark situation.

Note: This operation function needs to connect with the front end device, and match the protocol.

[ Aux] Input the auxiliary output number which need to be controlled, Click "™ONT or "OFF" key.

[Preset] Adjust the direction and angle of cameras, input the preset number and click "Setup”. Input the preset number and click "Call”, camera
will turn to the position automatically which is corresponding to the preset number.

5.2 Video Control

Click right key of the mouse when display, pop-up the shortcut menu then choose "Video adjust". As the following picture (Figure 5-3):

BRIGHTNESS W‘m 148
CHROME s 128

CONTRAST
SATURATION el 152
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Figure 5-3

Adjust the Brightness. Chroma,Contrast,Saturation of current picture, use the mouse wheel or «—— key to make adjustment with precision.

5.3 Sound Monitoring

To monitor the scene sound in current display, click right key of the mouse on the channel need to be monitored, pop-up the shortcut menu then
choose "open monitor”., if this channel already be choosed, the option will be "Close monitor".

5.4 Alarm Control

5.4.1 Alarm Control

"Main menu"->"Alarm Control" (Figure 5-4)
[ Automatic] Arm and disarm in schedule according to the alarm setup.
[ Manual] High priority level, after choosing manual arm, all channels will be in arm status.

[Clear]] Disarm. No response to the alarm input.

[ Output] Whether the alarm input is agreed when alarm happen.
[ALL] Choose all channels

Setup the alarm output port, white color means the channel is selected, press "Confirm" to save and "Exit" to cancel the setup and return.

AUTOMATIC
MANUAL
CLEAR

QUTPUT
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Figure 5-4

5.4.2 Clear Alarm

Click right key of the mouse when display, pop-up the shortcut menu then choose "Clear Alarm". As the following picture:(Figure 5-5)

X]

2009-01-01 13:52:25

Figure 5-5
Press "Clear" key to stop the current alarm record and output. But not disarm, may trigger the alarm again.

Icons explication:

Q All alarm input channels are at arm status.
P

&= One or several alarm input channels are at arm status.

Q One or several alarm input trigger alarm, click this icon and pop-up "Clear alarm" window, it will display the alarm information.
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CHARP.6 System Setup

"Main Menu"-"System Setup" (Figure6-1)
System Setup is including” System”, “Encoding”, “Recording”, “PTZ”, “Network”, “Alarm”, “Detection ”, “Display”.

=

RECORDING

% Note: The user can only enter into the system setup when he has authority.

DETECTION DI SPLAY

@ CONFIG IP ADDRESS, MAC, DONS, PPPOE

Figure 6-1

6.1 System Setup
"Main Menu"-"System Setup" System Setup"(Figure 6-2)
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SYSTEM TIME 2009 - 02- 25 14 : 43 : 07

oae Fot [y wico -] R
e

TIHE FORMAT  [24 HOURS hd

Loncuce

L —

Figure 6-2

[ System Time] Revise the current DVR system date and time, Click “Set Time” to save the setup.
[ Date Format] Date demonstration format options, including year/month/day, month/date/year, day/month/year and so on.
[ Separator] “-”, display will be 2009-02-25.
[ Time Format]] 24 hour format and 12 hour format.
[ Language] Language options.
[DVR ID] When one remote controller controlling several standalone DVR, The remote controller ID should be the same as DVR ID,or it can’t

work.
[Video System] Video system PAL and NTSC options, must restart the DVR after revising.

% Note: Stop current video recording before setting system time.
6.2 Encoding Setup

"Main Menu"-"System Setup"-"Encoding Setup". (Figure 6-3)
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CHANNEL [cHaNNEL 01 7]
ENCODE TYPE  [vioEn  |¥]
ENCODE SIZE  [cIF. [+
STREAM CONTROL

ENCODE QUALITY |e0ap

STREAM RATE
FRAME RATE

B TiME DISPLAY m BriTLE msm-m“
COPY SETTING TO THE FOLLOWING CHANNEL

7] 3 @ [ [E | [

Figure 6-3
[ Channel] Choose the channel needs to be setup, ALL” means all channels.
[Encode Typel There are two options, oneis “Audio&Video” stream and the otheris “Video” stream only. If you want to record video and
audio, please select “Audio&Video” option, otherwise you can select “Video” option to record only video.
[Encode Size]l] CIF HD1,D1.(Only for full function equipment)
[ Stream Control] The option of "variable rate" and "fixed rate"
[Encode Quality]l 6 grades of the picture quality: The best, very good, good, In general, poor, bad.
[ Stream Rate] Encode rate options, the higher rate, the higher picture quality, and the more HDD space will be occupied.
[Frame Rate] 1 ~25/seconds (PAL) or 1~30/seconds (NTSC) continuously adjustable.
[ Time Display], [Title Display]Each channel may superimpose the time and the channel title, Click ‘Setup” and drag the time title or channel
title to appropriate place then setup complete. The video will display the time and channel information when playback.
[ Copy setting to the following channel] Copy the setup to all channels, realizes the same encoding setup

% Note: When the code flow control set to dynamic bit-rate, [Stream Rate] expressed the upper limit value
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6.3 Recording Setup

"Main Menu"-"System"-"Recording Setup" (Figure 6-4)
The DVR default recording schedule is 24 hours continuously. It can be setup according to the schedule request,for example,record the video as the
type and time set.

JECORDING SETUF t':. |
DISK FULL
DURAT I ON

CHRANNEL m -

SCHEDULE  |mON

BroTion  WRALARM
Cmorion  ClaLard
Cimorion ) aLar

[00:00 |to[ 24 :00 | [InomvaL ([ImoTion

COPY SETTING TO THE FOLLOWING CHANNEL

[ 2] [ (4 (& @ [

Figure 6-4
It's including the schedule setup of normal video record,motion detect record and alarm record.
[ Disk Full] How to deal with when the video recording hard disk is full . “Over write” means system will cover the earliest video recording document
and continue to record, “stop video recording” means system will stop the current video recording.
[ Duration] The automatic production video recording document time-gap, the scope is 5-120 minutes.

[ Channel]/ [Schedule] Drop-down menu. Choose the corresponding channel number/week to carry on the establishment, Click “ALL” to choose
all channels.

[ Alarm Pre-record] Record the video before alarm happened, it's around 5 seconds time.
[ Time section] Express the record type of current channel, there are four time section options. It can be the same record type in different time
sections. The time scope is 00:00-24:00. After each channel parameter establishment finished, please press "Save" key.
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[Normal] [ Motion] [ Alarm] Setup the record type, it can be single selected or multi-selected.
[ Copy setting to the following channel Copy the setup to all channels, realizes the same record establishment.

% Note: Users should save each channels separately after setup complete.
6.4 PTZ Setup

"Main Menu"-"System"-"PTZ Setup" (Figure 6-5)

CHANNEL [CHANNEL 01 [+

DEV ADDRESS |0

PROTOCOL Pelco 01 [w

BAUD RATE  |ogoobps [w|  DATA BIT
STOP BIT T
FLOW CONTROL [NONE %]

COPY SETTING TO THE FOLLOWING CHANNEL

Figure 6-5

[Channel]l] Choose the channel to connect on the speed dome camera, "ALL" means all channels.
[DEV Address] Setup the address of speed dome cameras. The numerical ranges 0-255.

% Note: The address must be consistent with the speed dome cameras, or DVR can't control the cameras.

- 44 -

H.264 Network DVR



H.264 Network DVR

[ Protocol] Choose the corresponding control protocol : Pelco_P, Pelco_D, the default is Pelco_D.

[Baud Rate] Choose baud rate of the corresponding speed dome cameras, it can control the corresponding channel's PTZ and cameras, the
scope is 1200-115200, the default is 9600.

[Data Bit] From 5 to 8, the default is 8.

[ Stop Bit] 1,2, the default is 1.

[Check] None, odd parity, Even Parity, default is none.

[Flow Control]  None, Xon/Xoff, the hardware, the default is None.

[ Copy setting to the following channel]l Copy the setup to all channels, realizes the same PTZ establishment.

% Note: Users should save each channels PTZ parameter separately after setup complete.

6.5 Network Setup

"Main Menu"-"System"-"Network Setup" (Figure 6-6)

ETHERNET IP
NETMASK
GATEWRY

ONS

SERVER PORT
OONS SERVER

DOMEIN NAME
ACCOUNT

[CpproE AUTO LINK
FPPOE |P

ACCOUNT

PASSWORD
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Figure 6-6

[Ethernet IP] Change the IP address parameter from the numeric keyboard or the soft keyboard (IP address can only be changed in this option)
[Netmask] Setup the IP network mask address.

Physical address: Setup the physical address of network card. the digital input is the hexadecimal system. (Figure 6-7)

Figure 6-7
As is shown in the picture :

[ Email function setup 1

Mail server: smtp. 163. com e.g. 163 mail server

Sender address : abc@163. com sender mail address
(E.g. you use 163 mail)

Sender user name: abc sender user name should correspond

With your mail address

Sender password: xxx your own mail password
Confirm password: xxx confirm your own mail password
Receiver address: cba@163. com receiver mail address

Email function will only work when alarm effected

Pressing mail test button, you will send one testing mail to receiver’s email
NOTE: your sender mailbox must support STMP function
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(CJEMAIL ENABLE

SMTP SERVER
o
SENDER USER

SENDER PASSWORD

[DNS] Setup DNS server IP address.

[ Server Port] The default is 7777, may change it according to the user actual need and it will be effective after restart the system.

[HTTP port] Default is 80, after the revision, restart the system and it will be effective. If the port has been changed, it must display the selected
HTTP port, such as:http://192.168.0.117:1234

[DDNS Enable] Pass the dynamic domain name analysis server. Supports 3322 free dynamic domain name analysis (Register account at
http://iwww.3322.0rg).

[ PPPoE Auto Link] Input ISP (Internet service provider)provided PPPoE user name and password, Click " Dial UP" then starts to connect. After
connecting successfully, “PPPoE IP” will display the automatically obtained WAN's dynamic IP address. If choose [PPPoE Auto Link] option, DVR
will try to connect PPPoE when power on.

* Note: After PPPoE dial up successful, user may visit the DVR remotely according to [ PPPoE IP] displayed IP address, In local area
network, can visit the DVR through the network card.
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6.6 Alarm Setup

"Main Menu"-"System"-"Alarm Setup" (Figure 6-8).

[JSEQ DISPLAY
RECORDING CH [7] 3] H HEE
e oev ouT A

SCHEDULE
M osD ouTPUT

| 00 :00 | 0| 24 :00 | Ooev outpur [Jash oUTPUT

COPY SETTING TO THE FOLLOWING CHANNEL
2 B @ & 6B O
| Save | T

Figure 6-8
[Alarm Input] Choose the corresponding alarm channel number, “ALL” means all channels.
[ Device Typel Alarm input “Normal Open” or “Normal Close” options. (voltage output mode).
[ Alarm reset after] Setup the corresponding delay time (5~255 seconds),after exterior warning cancelled, the system will delay the time
automatically. Then close the alarm the linkage output .

[ SEQ Display]l When alarm signal happen. It will patrol display single channel which is setup to record. The patrol time can be setup in [system
setup] [Output mode] .

[Recording Channel] Select the channels need to be recorded, if alarm happen, when system is in "Automatic record" mode(3.4.1 channel record)
and The alarm record time is available in "Video setup" (video Setup),the system will open the alarm record.

[Schedule] Make the week as alarm output time section unit. Permit the alarm output and OSD output in the corresponding time.

[DEV output] Alarm may linkage the corresponding alarm output device in selected time section.

[OSD Output] Screen will display information when alarm happen in selected time section.
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% Note: Users should save each channel separately after setup complete.

6.7 Video Detection Setup

"Main Menu" — "System Setup" — "Detection." (Figure 6-9)

Explication:

1) When in the switching type, set video loss detection and blocking the non-regional and sensitivity.

2 )When video channel changing is detected, the screen will show the dynamic-channel detection, video loss and video shelter signs.

3) Drag and drop with the mouse directly to choose the dynamic detection of the region, press and hold the left mouse button to set up the detection
regions, press and hold the right button of mouse to clear detection region, it is necessary to preserve the dynamics of the current detection region,
and press the “save” button after quit the region setting.

6.7.1 Video Detection

By analyzing the video image, system will open the motion detection alarm when it detects that there is mobile signal that can achieve the default
sensitivity. (Figure 6-9)
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CHANNEL ANN :
aLare TYPE  |moTion DETECT [v| REGION  [NGSEEEN
ALARM RESET AFTER [5 | SEC

RecorDiNg CH i 3] H HEE
s oev our

SCHEDLULE SENSITIVITY [covMON ||

B 0D oUTPUT

TO 24 Coey outpur  [JOSD OUTPUT

COPY SETTING TO THE FOLLOWING CHANNEL
EE

Figure 6-9

[ CHANNEL] Choose to the channel for motion detection , "all" means all the channels.

[ALARM TYPE] Select the type of detection settings: Motion detection.

[ ALARM DELAY] set corresponding delay time (5 ~ 255 seconds), when the external alarm is abolished, system will correspond delay time
automatically, then close the alarm output and interaction.

[ RECORDING] Select the desired video channel of the video channel (can repeat), when alarm occur, If the system is in"record automatically”
mode(video mode, see "3.4.1-channel video"),and the "alarm record" in the” record setting" is within the effective time (see" Video Settings 6.3 "),the
system will start the alarm record.

[ALARM DEV OUT] The alarm output linkage occurs with alarm

[SCHEDULE] To set the alarm output period for week, it means the alarm output and display are allowed within corresponding time

[SENSITIVITY] Can be set as follows: the highest, high, average, low.

[ screen tips] within the time of selection, corresponding information will be shown when alarm occurs.

[ Copy the current settings to the following] users access to the channel settings can be copied to other channels, to achieve the same alarm
settings.

[ dynamic inspection area] click and then enter. The setting area is divided into 192(16X12)areas.
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The green area is dynamic detection zones, the white areas is area without any deployment. Hold and press the left mouse button to set up
detection region, press and hold the right mouse button to clear the detection region. Press “save” button to save the dynamic detection of regional
settings. (Figure 6-10)

|

Figure 6-10

% Note: When copying the parameters, only copy detection parameters of the current settings, copy the dynamic detection of parameters
does not include the detection of regional.

6.7.2 Video Loss

When the video images do not exist or are interrupted, the system can be dealt with in accordance with the appropriate settings. (Figure 6-11)
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CHANNEL ANN :
aLare TYPE  |moTion DETECT [v| REGION  [NGSEEEN
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RecorDiNg CH i 3] H HEE
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TO 24 Coey outpur  [JOSD OUTPUT

COPY SETTING TO THE FOLLOWING CHANNEL
EE

Figure 6-11

[ CHANNEL] Choose to the channel for video loss , "all" means all the channels.

[ALARM TYPE] Select the type of detection settings: Video loss.

[ ALARM DELAY ] Set corresponding delay time (5 ~ 255 seconds), when the external alarm is abolished, system will correspond delay time
automatically, then close the alarm output and interaction.

[ALARM DEV OUT] The alarm output linkage occurs with alarm

[ SCHEDULE] Setting the alarm time period at week, means alarm output or screen display is allowed in the corresponding time.

[ screen tips] Within the time of selection, corresponding information will be shown when alarm occurs.

[ Copy the current settings to the following] Users access to the channel settings can be copied to other channels, to achieve the same alarm
settings.

6.7.3 Video Blind

When someone maliciously blocking the lens, or as a result of light and other factors leading to a video output in a single color screen, the image will
not be able to conduct on-site monitoring. By setting the shelter alarm, can effectively prevent the occurrence of this phenomenon. (Figure 6-12)
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CHANNEL
SLARM TYPE REG| ON m
ALARM RESET &

RECORDING CH rZ] 5 & [F [E
L9

aarst pev ouT [l R

SCHEDULE MOM SENSITIVITY  [COMMON

Lmﬂﬂ TO| 24 :00 | Woev outPuT  IMOSD OUTPUT

T0 Coev ourpur  [Josb QuTeUT

COPY SETTING TO THE FOLLOWING CHANNEL

M B 5 @ B 8B @3
| save | | EXIT

Figure 6-12

[ CHANNEL] Choose to the channel for shelter alarm , "all" means all the channels.

[ALARM TYPE] Select the type of detection: shelter detection.

[ ALARM DELAY ] Set corresponding delay time (5 ~ 255 seconds), when the external alarm is abolished, system will correspond delay time
automatically, then close the alarm output and interaction.

[ALARM DEV OUT] The alarm output linkage occurs with alarm

[ SCHEDULE] Setting the alarm time period at week, means alarm output or screen display is allowed in the corresponding time.

[ screen tips] Within the time of selection, corresponding information will be shown when alarm occurs.

[ Copy the current settings to the following] Users access to the channel settings can be copied to other channels, to achieve the same alarm
settings.

6.8 Local Display

“Main menu”—“System setup”—“Display”. (Figure 6-13)
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CHANNEL NAME

[JSEQ DISPLAY
FULL PAGE

QUAD PAGE
S-WIN PAGE

Figure 6-13

[ CHANNEL NAME] Click the channel name modification button, enter the channel name menu, and modify the channel name.

[WINDOW COLOR] Display type for the widow and the menu: Baby blue, fuchsine, heavy green are the three optional color.

[ TRANSPARENCY] Setting for transparency of the back group: 25%, 50%, 75% are optional.

[ Start the turning] Start the channel turning function, all the channels will display by turns.

[ Turning alternation] Set up the schedule for turning, the time is from 5s to 120s.The turning page includes single channel, four channels, and nine
channels. The single channel option means turning page is in single channel. The four channel option means the turning page is with four channel
(channel 1,2,3,4 formulate page 1, channel 5,6,7,8 formulate page 2).The nine channel page means the turning is in 9 channels. The turning
sequence is single channel, four channels, and nine channels in turn.

CHARP.7 System Management

"Main Menu" — "Advance" to show sub-menu, including: user accounts, exception handling, system maintenance, output regulation, restoring the
default. (Figure 7-1)
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VGA ADJUST RESTORE

’ ACCOUNT ADD, DELETE, CHANGE PASSWORD

Figure 7-1

7.1 User Account

"Main Menu" — "Advance" — "User Account." (Figure 7-2)
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adnin  YES  NO
default YES  NO
user YES NO

Figure 7-2
User name characters in length up to a maximum of 8 bytes, ignore ding both spaces. Can be letters, numbers or other symbols. The number of
users can be up to 12, the user name can not be repeated, admin users can modify the password for each user and permissions, other users can
only edit your password, view their own competence.

Change Password: Select the account needing to be amended, enter the current user password, and enter the account password and confirm the
new password. Press the “Save” button to modify the password. Password can be set to 0 to 8. (Figure 7-3, Figure 7-4)

% Note: the current user password to enter the menu refers to the user login password; admin users can use their own password to
modify other user's password.
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USER
CLRRENT PASSHGRD

PASSWORD MODIFY SUCCESS

Figure 7-3

JALLOW REPEAT LOGIN

PERMISSION OPTIONS
M ENTER MAIN WENU

I vIDEO DETECTION SETUP
MLOCAL DISPLAY SETUP
M SYSTEM WA|NTEMANCE

W PLAY BACK

W PTZ CONTROL

Figure 7-4
To increase users: to add new users and set user permissions control. Increase access to the user's menu interface, then enter your user name,
user password and Confirm password (password by twice must be the same), and configure the list of appropriate popedom for the user in the
"popedom control". "Allow duplicate log" means that the account can be used at the same time, multiple users can log on to the system using
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the account. (Figure 7-5)

USER NAME
prSSHORD
PrSSHORD
PERMISS10M OPTIONS

| |ENTER MAIN MENJ

| |SYSTEM SETUP

__|ENCODING SETUP
|_|RECORDING SETUP

__|YIDEO DETECTION SETUP
|_|LOCAL DISPLAY SETUP

Figure 7-5
There are there default users:admin, usrer, default. The three users can not be deleted. Admin user is a high authority, may carry out all operations,
and the default user is low in permissions to factory default. When there are no way users log on or write off the current user, the system will

automatically log on with this account. Users can modify this account through the authority to finish some permission for which there is no need to
log on.

7.2 Exception

"Main Menu" — "Advance" — "Exception" (Figure 7-6)
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EXCEPT | ON DISK FULL

Figure 7-6
[Exception] To choose the type of abnormal situation: The hard disk is full, the hard disk error, and network disconnection.
[Buzzer Alarm] whether allow buzzer alarm prompt or not , when there is abnormal situation,.
[ Alarm output] Where there is abnormal alarm ,start the joint output of alarm.

| Note: the system can view the log records of detailed exception information.

7.3 System Maintenance

"Main Menu" — "Advance" — "Soft upgrade" (Figure 7-7)
Click to lstart to upgrade), the system automatically start to detect the upgrade file.
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SYSTEM UPGRADE

Frovuse  Tv]  IIRENENN

CJauTo REBOOT
IN

Figure 7-7
7.4 Output Adjustment

"Main Menu" — "Advance" — VGA Adjust." (Figure 7-8).
Manage the VGA output adjustment region, color brightness and resolution.
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VGA BRIGHTNESS

VGA CONTRAST

VGA SATURATION

VGA RESOLUTION  comsssmssmmm

OUTPUT WOLLME

K 7-8
INote:"restore"—"Local display”, select this,the output parameters will be changed to factory-set.

7.5 Restore

"Main Menu"—"Advance"—"Restore"(Figure 7-9)

The system back to factory-set, according to the options menu select the corresponding set to resume.

| Note: Menu color, Language,Date&Time format, system, IP address, User account won't be back.
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DAL SETTINGS

OSYSTEM SETTINGS OJENCODING SETTINGS
ORECORDING SETTINGS [JPTZ SETTINGS
COONETWORK SETTINGS  [JALARM SETTINGS
OvIDEO DETECTION OLocAL DISPLAY

Figure 7-9

CHARP.8 Remote Network Control and Management

8.1 Remote Settings

8.1.1 Network Security Settings

Please set internet security level before install ActiveX:
(1)Open IE Browser, select” Tools”-“Internet options”
(2) In the dialog box that appears, select the "Security" tab. (Figure 8-1)
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Select a'wWeb content zone to zpecify itz zecurity settings.

® ©«@ 0 @

nfwrru-f Local intranet  Trusted sites Resticted
zites

Internet

Thiz zohe containg all Web sites you

haven't placed in other zones
Security level far thiz zone

Custom
Cuztom zettings.

- To change the settings, click Custom Lewvel,
- To uze the recommended settings, click Defaul Level.

[ Cuztom Lewvel... ] [ Default Lewvel
[ (] 4 ] [ Cancel ]
Figure 8-1
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(3) click on the "Custom Level", enter the security settings. (Figure 8-2)

ActiveX controls and plug-ins installed
ActiveX controls automatically prompt

Binary and script behaviors
Binary and script behaviors
Download signed ActiveX controls

AN NN NN

Run ActiveX controls and plug-ins

Secunty Settings

Setkings:

@ Activex controls and plug-ins P

@ Automatic prompking For Active contrals
(") Disable
{(*) Enable
@ Binary and scripk behaviors
() administrator approved
() Disable
®
@ Download signed Ackivelr contrals
() Disable
(*) Enable
{3 Prompt

@ Download unsigned Activex controls
i T T

£ >
Reset custom settings

Reset bo: | Medium

3 (e

&)

oK ] [ Cancel

]

Figure 8-2

to the marked safe for scripting of ActiveX controls to execute script
not marked as safe for the ActiveX controls Initialize and script

The above categories will be "Enable"”, which is very important.

INote: Install ActiveX; please close firewall and antivirus software.
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8.1.2 Connection Settings

DVR through the remote access network, local area network connection, the client computer's IP address must be with the DVR at the same
network segment, in the wide area network connection through the dynamic IP address or domain name to connect, when the two sides need to
ensure that public network can access it. The following introduces the method of local area network connection settings:

1.right-click "My Network Places" in the pop-up menu, click on "Properties”, open "Network Connections."

2.Double-click open the "Local Area Connection." (Figure 8-3)

- Local Area Connection Status E]EJ

General | Support
Connection
Status: Connected
Duration: 02:04:35
Speed: 100.0 Mbpz
Activity
Sent - _,F| Received
3
==
Fackets: 36.211 35,952
Dizable
Figure 8-3

3. Click "Properties." (Figure 8-4)
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General | Authentication | Advanced

Connect uzing:

| B8 Realtek RTLE169/2110 Famiy Gigab

Thiz connection uzes the following items;

.@ File and Printer Sharing for Microsoft Metworks A
.QEJDS Facket Scheduler
r | ternet Protocol [TCRAIR]
[ w
[E: »
Drescription
Tranzmizzion Control Protocol/|ntermet Protocol. The default
wide area netwark, protocaol that provides communication
acrozz diverse interconnected networks,
Show icon in notification area when connected
Matify me when this connection haz limited or no connectivity
] ] [ Cancel

Figure 8-4
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4. Double-click "Internet Protocol (TCP / IP)". (Figure 8-5)

Internet Protocol [TCRZIE] Froperties EJEJ

General

Y'ou can get [P sethings assigned autamatically if your network, supports
this capability. Othenwize, you need to ask vour netwaork. administrataor for
the appropriate [P settings.

() Obtain an [P address automatically
(%) Uze the following IP address:

IP address: 192 1683 . 1 . 40
Subnet maszk; 2ER2RR LV ZEE .0
Default gateway: 192 168 . 0 . 1

(%) Uze the following DNS server addresses:

Preferred DMS server: 20296 102, 3
Alternate DMNS server 202 101 172 . 43
[ OF. ] [ Cancel ]
Figure 8-5
5. See PC's IP address, subnet mask, default gateway. (Figure 8-5 in the parameters depending on the specific circumstances of different

users)

6. DVR set up the corresponding IP address, subnet mask, and default gateway (see section 6.5 Network Settings). DVR which the subnet
mask, default gateway and the PC the same as, IP address must be in the same network segment, but you can not have been used with the
same IP address, or IP addresses will result in conflict. The above map for example, IP address should be: 192.168.0.X, in which X is not 40 or
1 (including the other is using the IP address), and can not be more than 255, the subnet mask is 255.255.255.0, gateway to 192.168.0.1.
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8.1.3 ActiveX Download Installation

After completion of the above settings, open the IE browser, enter http://192.168.0.X (192.168.0.X network settings for the DVR to set the IP
address) and confirm, if changes to network settings DVR http port, we must also add a colon + port number (assuming the current port number for
the P), such as the right to visit http://192.168.0.X:P, after select "install the ActiveX control", the network automatically download and install control
(Figure 8-6).

Figure 8-6
If the DVR ActiveX have a new version is available, |IE browser will automatically update if prompted. Please update ActiveX to ensure that the client
ActiveX are not in use, or else fail to update

8.2 Remote Connection

8.2.1 Connection

Download the ActiveX is complete, run the ActiveX panel automatically pop-up login. (Figure 8-7)
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X

Login server

[ After succeed in logining or logouting =server, exit dialog

Logzin mode

Delete ‘
{* Bv IP addres== " Bv domain
Server |Alias |
o B0, 33,44, 195 Bh. 33.44. 195 s | 192 168 . 0 . 153

éﬁlQE.IEE.D.lTI 192, 168.0.17T1

82, 168.0.153 192, 168. 0. 163

Port TTTT

Tzer Name |

Fazzword |

[ Sawve Paszword

Auto—ztart all channelz when
zucceed in logining server

From window|1 +|to ztart preview

Serwver alias

1192, 168. 0. 153 Save = e

Figure 8-7

[ Login mode] offers two login approach
IP Address: fill in IP address; enter an address with the same DVR's IP address network settings;
By domain: fill in the host network settings to set up the DDNS domain name or the domain name mapping through the router,
"authentication domain" can confirm the validity of the domain name;

[Port] Input port number and network port number must be set the same port number;

[ Username / password] default username is admin;

[ Auto-start all channels when succeed in logging server] (through the wan network connection, so as not to enable);

[ From Window X to start preview] From which window to start preview

[ After succeed in login or logout server, exit dialog] After succeed in login, exit dialog.

Select to delete the corresponding server, can be deleted;
[Alias] To set the server Alias, Click save in order to management.
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Enter the appropriate parameters, select Login. (Figure 8-8)
If the login fails, the pop-up figure prompted, please check the IP address, port number, user name, password. (Figure 8-8)

Lex¥ebh E| Lvr¥eb E'

Failed to conmect Pazsword error

Figure 8-8
After a successful login, is shown below (Figure 8-9)

1 Live0l-user ® (O 2LivedZ-user
. S — o — - 2 g e

H.264 Embedded

H.264 Embedded DVR H.264 Embedded DVR H.264 Embedded DVR H.264 Embedded DVR

H.264 Embedded DVR H.264 Embedded DVR H.264 Embedded DVR H.264 Embedded DVR

H.264 Embedded DVR H.264 Embedded DVR H.264 Embedded DVR H.264 Embedded DVR

i

0970000200 o
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Figure 8-9

8.2.2 Multiple Servers Login
Click Login in right side of screen, can login other servers at the same time.
8.2.3 Channel Associated Menus
Right-click in the preview window, pop-up menu associated channel. (Figure 8-10)

Full Di=splay

Start Frewiew

Search

Figure 8-10

[ Full screen] Enlarge the interface to entire screen;

[ Full Display] The video display window will enlarge to full screen display;

[ Start audio] Open audio;

[ Stop Preview] Stop the current channel preview;

[ Start Record] Save the real-time video;

[ Speed +] Playback mode, to speed up the playback speed;

[ Speed -1 To lower speed playback;

[ Capture] Capture the current window picture and save;

[ Search] Search video files, including local search and remote search;

[ Channel Name] set the name of the DVR corresponding channel, preview and record overlay of the channel name will change.
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Click the Control on right side of screen; come out the dialog (Figure 8-11)

Please =select a serwver!

182, 16&. 0. 153
i< 192. 16&. 0. 155

%)

0K

Cancel

Figure 8-11
Select the required Server to Status control.

8.3.1 General

| Reboot server | Control server reboot.
| Shut down server [Control server shut down

| Remote upgrade |Open the local upgrade procedures, will start upgrade if the upgrade files are ready.
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S5tatus control

Commaon l?ideu ] Loz Download

Eeboot =server

Shut down serwver

Eemote upgrade

Exit

Figure 8-12

8.3.2 Video

Remote adjust the parameter of brightness, color, contrast, saturation of video, in order to achieve the best video effect
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Status control X
Common Video |Log | Dowmload
|Charmel 01 |
Frightness | [ 128
Chroma | [ 128
Cont rast | [ 100
Saturation | e

Exit

Figure 8-13

8.3.3 Log

Customer can remote-view the log on digital video recorder.(Figure 8-15)
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]

Status control

Cummun] Video Log IDDwnlnad]
Start time |[2010- 3-18 >|| 0:00:00 -5 Log type |41l log |
End time 2010~ 3-22 = ||23:58:59 —= Search
Log type |0prating |Time |Event |
Tzer log Tzer login 2010-035-19 17:24:34 admin
Syztem logz Device power—-on 2010-035-19 17:21:37
Syztem loz Svatem upgrade 2010-035-19 17:20:02 admin
Setting log Display zetting 2010-03-1% 09:580:43
UOzer log Uzer login 2010-03-19 09:49:36 admin

Dowrload

Exit

Figure 8-15
[Start time] / [end time] choose the time period
[Log type] Can choose all logs, system log, configuration log, data log, alarm log, picture recording log, and user management.
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8.3.4 Download

User can remote download the files of Digital Video Recorder to keep it on the local backup or play.(Figure 8-16)

S5tatus control @

Cnmmnn] Video ] Log annlnadl
Channel  |411 Channel v| Record type |All record |
Start time |2010- 3-22 »| | 0:00:00 ==
: = 3 h
End time  |2010- 3-22 v| |23:59:59 — i
File name |CH |Start time |End time |SizeiA
030100583 04 2010-03-22 09:22:09 2010-03-22 10:22:10 T840
n201ooss2 03 2010-03-22 09:22:00 2010-03-22 10:22:10 T84Tl
010100681 nz 2010-03-22 09:22:00 2010-03-22 10:22:10 TEGBBE
no01005&0 0l 2010-03-22 09:22:00 2010-03-22 10:22:10 TEAdZ
030100679 04 2010-03-22 08:22:09 2010-03-22 09:22:09 TE13E
020100578 03 2010-03-22 08:22:09 2010-03-22 09:22:09 TBOTE
o1o1ooseTT nz2 2010-03-22 08:22:00 2010-03-22 09:22:00 Te03E
00010067Ta 0l 2010-03-22 08:22:00 2010-03-22 09:22:00 TE1H1
03010067TEH 04 2010-03-22 0OT:22:00 2010-03-22 08:22:00 TEZ2E
020100674 03 2010-03-22 0OT:22:00 2010-03-22 08:22:00 TEADT
010100673 nz2 2010-03-22 0OT:22:00 2010-03-22 08:22:00 TEda7
noo1oosT2 0l 2010-03-22 0OT:22:00 2010-03-22 08:22:00 Ted61
030100671 04 2010-03-22 0A:22:00 2010-03-22 0OT:22:00 TT94C
N2010057T0 03 2010-03-22 0a:22:009 2010-03-22 0OT7:22:09 TTEAE
010100669 nz 2010-03-22 0@:22:09 2010-03-22 0O7:22:00 TE41%
no01006es 01 2010-03-22 0@:22:00 2010-03-22 07:22:00 TE19%
030100667 04 2010-03-22 0h:22:08 2010-03-22 06:22:00 TERTC
020100666 03 2010-03-22 05:22:08 2010-03-22 06:22:00 TTalz»
£ >
Dovnload and Conwert to AVI(Double Space) Dovnload LVF file
Exit

[ Channel]

Choose the channel that needs to be search.

Figure 8-16

[Record type] all recording, general recording, alarm recording, motion recording
[Start time] / [End time] choose the time period
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8.4 Setting

| Note: Choose "save”, which will keep the current setup. Choose “save all”, which will keep all the setup.
Click the right “setup”, enter to setting faceplate.(Figure 8-17)

Settaing E'

Alarm Setting | PTZ Setting | Video detect | Video loss |  Video blind |
Local setting l Common zetting ] Encoding zetting ] Eecord Setting

Common zetting
GUI Language |Eng1ish j Version |3, 2,0,0

Video Window Color |

Record Setting
Directory [C:\Documents and Settings\ddministrator’\GE B

Eezerwe Disk Space | 100 M [ x= 100 )
buto—divided duration | an min { 57120 )

W futo owerlay when disk iz full

Capture Setting
Directorwy |C:EDDcu1nents and Settingsi\ddminiztratoriEH s

Eezerwe Dizk Space | 100 M { »= 10073

Downloading Setting
Directorwy |C:1Ducu1nents and SettingsiAdminiztratorREH e

Eezerwe Dizk Space | 100 M { »= 10073

Save ‘

Save all Exit

Figure 8-17
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8.4.1 Local Setting

[ Common Setting] GUI language: Chinese, English
Adjust WINDOWS COLOR: RGBColor parameters setup
Y| Start heartbeat mechanism: real-time detecting of the network connection status
[Record Setting]l Catalogue: Choose the storage place of local recording.
Disk retain space: the recording will not use this space

Automatic Segmentation cycle: setting range of 5-120 minutes
¥ Can automatically cover when disc is full; Can do this again.
[ Capture Setting] Catalogue: Choose the storage place of local recording.
Disk retain space: the recording will not use this space

[ Download Setup] Catalogue: Choose the storage place of downloaded files.
Disk retain space: the downloaded files will not use this space
[ Stream Transport] protocol:UDP, TCP be optional, choose UDP for general LAN; choose TCP for WAN.
Performance: The depth buffer that network data receives is according to network situation. The real-time better, the buffer
smaller; the degree of fluency better, the buffer bigger. In general, choose ‘real-time best” for general LAN, choose
“real-time better” or “good both at real-time and degree of fluency” for WAN.

8.4.2 Common Setting, Encoding Setting, Record Setting, Alarm Setting, PTZ Setting, Video Detect, Video Loss, Video
Blind

Please refer to relative content of “Chapter 4 System Setup”
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8.5 Toolbar Introduction

; W / Total 00:34:47
O_..-’ fﬁ (?'\ (Qip' (@ (ﬁ\ f@‘] Q O f?\ # L | Currt:nt 00:00:04

+ | |
Start Fause  Stop Low speed High speed Capture Record Plavback Yolume control Total time /Current time
single frame forward+ Talkback

8.5.1 Real-time Preview Control

After successful login the server, users can remote preview DVR images in real-time. Select a unused window and click the "Start" button, the
system will pop-up the channel connection selection box. The highlighted channel shows that at present it has been in a preview state.

It can save the real-time preview video to the specified recording directory if click “recording” button; it can stop the preview of this winder if click”
stop” button.

Point "recording” button can be saved in real-time video preview to the local directory specified in the video. Point to "stop" button can stop the
previewing of this window.
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Figure 8-18
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8.5.2 Playback

User can playback the local recording files, and also can remote playback the files on DVR. Click “stop” to stop playing.

Search [$_<|

f* Local file

(" Network plavback

C=

Cancel

Figure 8-19

8.6 Other Operations

8.6.1 PTZ and Preset Control
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Figure 8-20

Direction button respectively control PTZ to up, down, right, left. Click the middle button to setup the preset point and adjust.

8.6.2 Lens Control

+ Focus - + Aux -
e N e |
+Zoom- + lIris -
e N

Figure 8-21

[ +focus-1 Control lens to long distance and short distance.
[ +Auxiliary -1 Auxiliary switch.

[ +image-] Fine adjust the focus.

[ +Aperture -1 Aperture adjustment.

8.6.3 Window Browse Modes

Figure 8-22

Provides 8 kinds of window modes for switching: single channel,4 channels,6 channels, 8 channels, 9 channels, 16 channels, 25 channels, 36

channels.

CHARP. 10 Mobile phone client software operation

Mobile phone model supported currently:
S60  Nokia
e N73, N71, N75, N76, N77, N78, N79, N80, N81, N82, N85, N86, N91, N92, N93, N93i, N95, N96
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Mobile phone client software installation:

1. First, download software from CD to your mobile phone and then install this software .Click DVR icon shown below picture 9-1
to enter software

O

UCWEB6 A4 TextI---

e &

|"|.|I\- -
NTdrch Uite  CorePlayer  QQ2008

|
& T

DVR

9-1

2. When entering software, please input server address and port number. And then click Login icon to download into surveillance software interface.

1T
Server:  60.186.185.202
Port: 7777 Shortcut Tips:
2 - Screen Capture
User: admin 3 - Remote Control
Pwd: ORI Connecting......
Option Login
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3. When entering software interface , please follow the mobile phone function button presentation to operation shown as below .

Q08020 17:23:33 MO

=» CH2 _
=» CH3 Image Browser
=» CH4 Language
=> CHS Quit
Option View Camera 37 Cancel

Note: Before use this software, please firstly select corresponding GPRS server from mobile phone server list.

CHARP.10 FAQ

oconnected to the power, the machine didn’t start running.

1. Check whether the power switch is turned on;
2. Check the operator is correct;

3. Check whether the power is adequate.
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©Hanging at the boot screen.
1. The hard disk has physical damage;

2. The system guide is un-normal.

o Starting very slow.

The error of hard disk can cause the main board check the hard disk repeatedly, so the starting is very slow

OHost restart repeatedly.

1. Please check the host power supply, if connect lots of hard disks, there may be appear power insufficient, and cause the host restart repeatedly;

2. Please unplug the network cable, and check whether the machine run normally, the existence of serious network failure may cause the host

restart repeatedly.

©When view the video or playback the recording normally, the machine hang.

1. Check whether the connection of the hard disk, and replace the failure hard disk timely;
2. Check whether the temperature is too high;

3. Check whether there have heavy current device, the impact of heavy current will crash the video cable, and cause the host cannot work.

©The operation of update failure.

1. U disk compatibility bad. And the host cannot recognize it, change a new brand, and try again;

2. The USB connect bad.

©In monitor or TV, the image shows black and white.

‘Check the video input, DVR, monitor or TV is exactly the same video format, if it isn’t, please change the setting to automatic station.
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©The monitor or pc screen cannot show anything.

1. Check whether the power of monitor is on, and the brightness is at the minimum station;

2. Check whether the connection of video cable is ok.

©The water ripple of image is clearly, and have interference distortion.

1. Check whether there exist short-circuit;

2. The video cable was interfered by heave current, and the video cable cannot connect together with the heave current circuit .please choose the

shielded cable;

3. Check whether the monitor or TV is aging.

oReal-time image and video data exist the problem of color distortion.
1. Check whether the video input/output setting is right;

2. Check whether the connection is right.

©When using the pc screen, the image get the problem of distortion and color cast.
1. Check the connection of VGA cable and the DVR s right;

2. The temperature of DVR working is too high, or the heat can't dissipate, which may cause the chipset of VGA cannot work normally, or the

setting of current circuit is wrong.

OMosaic appears in the server’s videos playback.
1. The low parameters would cause the whole quality of videos, and then Mosaic may appear in the playback;

2. Bad disk sectors also leads to the appearing of Mosaic during the playback.

oActiveX of client can’t be updated automatically.
1. Whether the IP address accessing server is correct;
2. Whether the settings of browser are correct (refer to 8.1.2);
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3. Please turn off the window if it's open;

H.264 Network DVR

4. Support the ActiveX control has some problems of compatibility, please use Microsoft Internet Explorer to access server.

Appendix A: Technical Specifications

PX-1201-675

Video Compression

H.264

Video Input

8ch (1.0Vp-p/75Q,BNC)

Video Output 3ch (1.0Vp-p/75Q,BNCx1;Super Videox1;VGAx1)
Display: 720x576(PAL),720x480(NTSC)
. Recording: D1 :704 X576 (PAL) , 704X480 (NTSC)
Resolution
HD1: 704X288 (PAL) , 704X240 (NTSC)
CIF: 352X288 (PAL) , 320X240 (NTSC)
D1 :50 FPS(PAL),60 FPS (NTSC)
Frame
CIF:200 FPS(PAL),240 FPS(NTSC)
Audio Input BNCx8
Audio Output RCAx1
Audio Codec ADPCM
Alarm Input 8CH
Alarm Output 2CH

Recording Modes

Manual, Schedule, Motion, Alarm

Triplex Record, Playback, Network
Network Interface RJ45(10M/100M)
PTZ Control Enable, set up the preset and use the mouse to move or scale the picture

Communication Interface

RS485x1, USB2.0x1 USB1.1x1

Hard Disk

Support larger than 1TB SATA HDD

Power Supply

12V/3A DC Adapter
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Appendix B: Alarm Input Interface Instruction

8CH alarm input, no input model limitation (often open or often close);

The alarm detector (GND) terminal parallel with com terminal (alarm detector is supplied by external power),
The alarm detector ground terminal parallel with DVR ground terminal.
NC terminal of alarm detector connect to DVR alarm input (ALARM)

If the users want to reset the alarm which has been triggered, a detector, such as smoke detector, which supply by the +12V DVR power and
controllable is needed.

The external power should share the same ground with the DVR if the device is supply by external power.

Vee
Vet
R L R
47K ¢ SR
I
Internal =igmal | 4 |
RS 4
3 > * :_ 5 External alarm lmput

GND
Alarm Inpuat Circuit
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Alarm Inpuat Cannection Diadgram

Appendix C: Alarm Output Interface Instruction

Alarm terminal equipment
1
FI2Y it OB N
Lo o o (7]
i s ’*"I_’:::'M
DY R
Power supply IVE alarm input interface

H.264 Network DVR

4CH switch alarm output, the users can choose often open or close contacts. The external alarm device needs extra power.

output A

g Al
1
3
[nternal -||:|.|!.I_.4_ 1
[nternal circuit§ 11:E
RELAY
Circuit of Alarm Cutput
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