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CautionCautionCautionCaution andandandand PreventivePreventivePreventivePreventive TipsTipsTipsTips

Power Supply
The video recorder 4CH and 8CH machine using DC-12V electric source, and 4.16A electricity for 4ch, 6A electricity for 8ch, of which 16CH used ATX
150W power supply, the supply voltage before use must confirm.

Please shut down the power if you don't use it for a long time, and pull the plug out the socket.

Safety
This machine is indoor equipment ,in order to prevent the risk of short circuit or electrics shock ,don’t put it on the rain or humid environment .
In case of any solid or liquid into the DVR, please cut off the power at once, don't open it until the qualified technician examined.
It is delicate machine, it is too difficult to repair it by user themselves. If there is any problems, please ask the qualified technician to examine, or
contact the distributor.

Installation
DVR should be installed at horizontal place.
DVR shell should be grounded .
Make sure the hard disk is installed before the initial using .
Avoid opening the case or replacing the hard disk under the power state.
Recommend using the high-speed hard disk of 7200 transgenic/s or above.
Please select the appropriate installation place ,so that the air can flow free ,in order to prevent the machine overheating
The machine mustn’t be installed in those areas that near the heat source such as radiator ,or direct sunlight ,or excessive dust or mechanical
vibration areas.

CHARP.1CHARP.1CHARP.1CHARP.1 ProductProductProductProduct IntroductionIntroductionIntroductionIntroduction

1.1 Overview

This series standalone DVRs are high quality digital monitoring system products which are researched and designed specifically for cctv field ,which
adopt embedded processors and Linux operating systems, apply of high-performance coding and decoding chipsets, bring in the most advanced IT
technological achievements, such as audio codec, high capacity storage hard disk, TCP / IP network and more, which fix the code in FLASH,
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making the system more stable, the image more clearer and the function more powerful.

This series of digital video recorders can be used independently, but also can be networked to form a powerful network monitoring center, which
have been widely used in different areas and sectors’ security and surveillance, such as domestic and international bank, telecommunications,
power, justice, traffic, residential area, factory, storage resources, water resources, etc. In addition, which also play an very important role in home
monitoring system.

This user manual takes 8ch standalone DVR as sample to illuminate specifically, all the figures are based on this DVR, for the operation of 4ch and
16ch DVR, please take this for reference.

1.2 Features

Real-timeReal-timeReal-timeReal-time
MonitoringMonitoringMonitoringMonitoring

With analog output interface and VGA
interface
1/4/8/9multi-screen monitor;
Display the real-time video stream and how
many resources be occupied per hour;
Through the channel marks to prompt the
channel status, such as recording, motion
detection, video loss, video block, alarm
triggered.;
Support search the system logs local.

HDDHDDHDDHDD
The hard disk model, including cycle coverage records and
non-cycle records ;
Adopt special format to store data, so the data can’t be
tampered, and ensure the data security;

CompressionCompressionCompressionCompression
FormatFormatFormatFormat

Video compression format,: H.264;
8channel video and audio input, keep video
and audio synchronization stability.

BackupBackupBackupBackup

Through USB interface (such as USB disk and movable
hard disk, etc.) to back up;
The client computer can download the file on your hard
disk through network to backup;

PlaybackPlaybackPlaybackPlayback

Multi-taskingMulti-taskingMulti-taskingMulti-tasking operationoperationoperationoperationssss: It can achieve
not only real-time recording independently
each channel, but also searching and
playback for 1ch/4ch, remote monitoring,
record searching and downloading;
Multi-recordingMulti-recordingMulti-recordingMulti-recording modesmodesmodesmodes: manual,time,

NetworkNetworkNetworkNetwork
FunctionsFunctionsFunctionsFunctions

Remote monitoring through network;
PTZ control;
Recording files search and playback;
Changes the settings and parameters of the system or
software upgrade;
Remote alarm processing and system logs searching and
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schedule, alarm linkage, motion detection,
etc. Support preview;
User can playback the recording files of DVR
through network;
It can achieve to search recording files fast
and search the recording file as types;
Multi-playbackMulti-playbackMulti-playbackMulti-playback modes:modes:modes:modes: slow playback, fast
playback and frame-by-frame playback;
It can display the exact time of the incident
when playback the recording file.

more functions;
Adopt Embedded TCP / IP protocol and linux operating
system, user can browse the system through IE browser;
Management modes: Adopt the enhanced user
management, only the qualified users can login, user can
set different users with different authorities flexible and
convenient according to their needs;

AlarmAlarmAlarmAlarm

4/8ch alarm input (the types of alarm can be
generated by setting the regular open or
normally closed the switch), and with video
loss alarm, motion detection alarm, the
alarm device can be a smoke detector,
temperature detectors, infrared detectors,
etc.;
With 1/2ch relay switch-values alarm output,
it can achieve alarm linkage and the live
lighting control conveniently;
Both the alarm input and alarm output
interfaces are with the protection circuit,
make sure that the main equipment from
damage;

CommunicationCommunicationCommunicationCommunication
InterfacesInterfacesInterfacesInterfaces

With a special interface for the achievement of alarm input
and PTZ control;
With a standard Ethernet interface for viewing remotely
through network;

PTZPTZPTZPTZ ControlControlControlControl

Support PTZ decoder through the RS485
communications;
Scalable multiple decoder protocols for the
achievement of PTZ and speed dome
control functions;

SmartSmartSmartSmart OperationsOperationsOperationsOperations
Friendly Human-Computer Interaction interface, it can be
operated by mouse to achieve all functions.
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CHARP.CHARP.CHARP.CHARP.2222.DVR Usage

2.1 Open DVR and look-over

When the transport company you need DVR will be sent to your hands, first check whether it looks obvious damage. Product packaging materials on
the use of protection during transport can cope with most unexpected impact.
Then you open the case, check the accessories are complete.

1.On the front panel and rear panel

A variety of buttons on the front panel and rear panel features a variety of interface instructions are detailed instructions;

Foil on the front panel of the models is very important information, please check carefully with ordering the contract phase;

The back panel of the label affixed to our after-sales service work is of great importance, please protect, not destroy, discard, or to provide warranty service

does not guarantee the

。

2. Open the cabinet and look-over

In addition to checking whether there are obvious signs of external damage, please note that before the inspection panel data cable, power

cable, power supply and motherboard fan connection is loose。
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....2.2. TheTheTheThe introductionintroductionintroductionintroduction ofofofof FRONTFRONTFRONTFRONT PANELPANELPANELPANEL dependdependdependdepend onononon thethethethe realrealrealreal equipmentequipmentequipmentequipment

key name DescriptionsDescriptionsDescriptionsDescriptions

Power LED POWER Power indicator light that DVR has power (including the shutdown state)

Run LED RUN Shows status of run

Record LED REC Shows status of recording

Network LED NETWORK Shows status of network

Playback LED PLAYBACK Shows status of playback

Backup LED BACKUP Shows status of backup

POWER BUTTON POWER Shows status of power

Menu BUTTON MENU Press to open the main menu.

Esc BUTTON ESC Press to close the main menu

Digital BUTTON 1-9 0 10+ Input the number; the picture enlarge according to channel under the preview;

FN BUTTON FN FN

PTZ BUTTON PTZ Press to PTZ

SEARCH SEARCH
Press to SEARCH; when press the SEARCH button for 5 seconds, the VGA and monitor could work
simultaneously.

REC REC Press to RECORD

SLOW play SLOW/- Press to slow playback speed by 1/2, 1/4, 1/8

FAST play FAST/+ Press to increase forward playback speed 2X, 4X, 8X

PLAY PLAY/PAUSE
Press to freeze playback to one frame, then press again to advance
frame-by-frame

STOP BUTTON STOP Press to stop playback

SWITCH BUTTON SWITCH 1/4/8/9/16 SWITCH
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DIRECTIONG BUTTON ▲.▼.⊳. � Press to move cursor up,down,left,right

ENTER BUTTON ENTER In menus, press to confirm selections

.2.3.Front.2.3.Front.2.3.Front.2.3.Front ofofofof thethethethe equipmentequipmentequipmentequipment

....2.4. REARREARREARREAR PANELPANELPANELPANEL

GNDGNDGNDGND GROUND NETNETNETNET INTERNET INTERFACE AOUTAOUTAOUTAOUT Audio output
NCX,NONCX,NONCX,NONCX,NO
XXXX

Alarm Out USBUSBUSBUSB with USB Mouse, USB Disk VIN-INVIN-INVIN-INVIN-IN Video input

ALARMALARMALARMALARM
1,2,3,41,2,3,41,2,3,41,2,3,4

Alarm in MOUSEMOUSEMOUSEMOUSE with USB Mouse AIN-INAIN-INAIN-INAIN-IN Audio input

RS-485RS-485RS-485RS-485 RS-485 VGAVGAVGAVGA Video output V-OUTV-OUTV-OUTV-OUT Video output with BNC interface
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TTTThehehehe aboveaboveaboveabove illustrationsillustrationsillustrationsillustrations basedbasedbasedbased onononon thethethethe 4ch4ch4ch4ch andandandand 8ch,8ch,8ch,8ch, andandandand thethethethe othersothersothersothers typestypestypestypes isisisis similarsimilarsimilarsimilar withwithwithwith them;them;them;them;

2.5 Remote Control Operation

Users can use the remote controller to control DVR,the remote control keys are distributed as follows:
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No.No.No.No.
EnglishEnglishEnglishEnglish
NameNameNameName

DescriptionsDescriptionsDescriptionsDescriptions No.No.No.No.
EnglishEnglishEnglishEnglish
NameNameNameName

DescripionsDescripionsDescripionsDescripions

① 【POWER】 Power on/Power off ⑧ 【 】
1/4/8/9/16 preview screen window modes
switch

② 【REC】 Recording control

⑨ 【 】

Pop-up the soft keyboard at the editing status;
Pop-up the relative menu of the currennt
channel at the previewing status;
Pop-up the relative menu of the current channel
at the playback status.

③
【SEARCH

】

when press the SEARCH button for 5 seconds,
the VGA and monitor could work simultaneously.

④

【 】
Slowly playback,1/2×,1/4×,1/8×, single frame
playback

【 】 Speed playback, 2×,4×,8× playback
⑩

【LENS/VOL-
】

Lens control,Volume down, Number decrease

【 】 Stop
【LENS/VOL+

】
Lens control,Volume up, Number increase

【 】 Play at the searching status, Play/Pause 【MUTE】 Mute open/close

【 】
Switch between Full-screen and Multi-screens
playback modes.

【0~9 10+】
Number input;
Enlarge the corresponding channel to
full-screen at the previewing statue

⑤ 【MENU】 Enter into menu.

【←】 Backspace

⑥
【ESC/PTZ

】

Close the software keyboard;
Close the current window;
Exit the current control;
Back to the last menu;
Exit the status of box list selection;
Enter into or exit the PTZ control at preview
status. 【DEV】 Device select

○7 【OK】

Confrim the operations;
Switch the editing area(Time,date,IP address);
Switch between full-screen and multi-screens at
the previewing status;
Enter into the list box selection status and confirm
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your selection;
Select/Cancel the status of the check box.

CHARP.3CHARP.3CHARP.3CHARP.3 BasicBasicBasicBasic OperationsOperationsOperationsOperations

3.1.1 Mouse operation

1 SingleSingleSingleSingle leftleftleftleft clickclickclickclick

Click the left button of mouse and enter the fuctional menu.

Execute the operation instructed by button.

Change the status of check box or the motion detection block.

Click combination button to get the drop-down list, click on the
list of items to choose.
When at the mode of PTZ control, click the corresponding
buttons on screen to control the rotational direction of the
camera.
In the input box, you can choose the numbers, symbols,
text-transform by clicking the left mouse button on the soft
keyboard, "←" Backspace, "_" spaces.
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when the input type is data/number, this Numeric keypad will
pop .
"0 ~ 9" enter the number, "C" clear the current content, "←"
backspace.

2 SingleSingleSingleSingle rightrightrightright clickclickclickclick

Real-time monitoring screen, click the right button of mouse,
there will be a pop-up menu as follows:

You can use this menu to switch the window modes of the
preview screen, start records playback, PTZ control, start
audio, set recording modes and more operations.
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In the mode of "Quad", click the left button of mouse, there will
be a pop-up menu as follows:

You can switch the monitoring screen in single window or four
windows, search records and play control, show or hide the
control strip.
Click the right button of mouse at the soft keyboard, you can
close the soft keyboard.
Click the right button of mouse at any place except the label,
edit box and buttons, you can close the current window.

3 LeftLeftLeftLeft double-clickdouble-clickdouble-clickdouble-click

Execute the special operations of the window. If user
double-click at any items of the recording file list, it will
playback the file directly.
Double-click the left button of mouse to enlarge the video
window to full-screen or restore it to multi-screens.
When at the PTZ control mode, double-click the left button of
mouse at the screen centre to enlarge the screen or restore it
to multi-screens.

4 wheelwheelwheelwheel
Adjust the numbers;

Flip list box up and down;
Control the lens zoom at the PTZ operation mode;

5 MouseMouseMouseMouse dragdragdragdrag
Hold down the left button of mouse to drag to the lower right
corner to select the motion detection area; hold down the right
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3.1.3.1.3.1.3.1.2222 PowerPowerPowerPower onononon

◆ If the【POWER】mark lighting is out, please operate as follows:
First: If the power does not plug, please plug in the power, the DVR will start; if the DVR won’t start, please enter the next step;
Second: Open the power switch of the DVR, it will start.

◆ If the 【POWER】mark light is red, just please press the 【POWER】 key to start the DVR..
After started the DVR,the video output is the default multi-screen output mode, if the start-up time is in the recording time which have been

button of mouse to drag to the lower right corner to cancel the
selected area.
Drag the play progress bar forwardly or backwardly to adjust
the location of the current record displaying; drag the slider
forwardly or backwardly to adjust the parameter.
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setted before, the system will automatically start recording function.
If you didn’t install hard disk before start the DVR, after you entered into the system, it will prompte as follows: (Figure 3-1)

Figure 3-1

3.1.3.1.3.1.3.1.3333 ShutShutShutShut downdowndowndown

RightRightRightRight ways:ways:ways:ways:
AAAA. Hold down the POWER button about 3 seconds and confirm to shut down the system, and stop all the work of DVR.(Figure 3-2)

Figure 3-2

BBBB. Enter into【menu】, then select “Shutdown system” in exit system menu. (Figure 3-3)

Figure 3-3

Non-normalNon-normalNon-normalNon-normal shutshutshutshut downdowndowndown:::: (should try to avoid)
A.A.A.A. By turning off power switch



H.264H.264H.264H.264 NetworkNetworkNetworkNetwork DVRDVRDVRDVR

- 19 -

When the DVR is running, you can shutdown it directly by the power switch of the back panel, should try to avoid (especially when it is
recording).
B.B.B.B. Unplug the power cable directly
When the DVR is running, you can shutdown it directly by unplugging the power cable, should try to avoid (especially when it is recording).

Note:Note:Note:Note: InInInIn somesomesomesome circumstancescircumstancescircumstancescircumstances,,,, thethethethe powerpowerpowerpower supplysupplysupplysupply isisisis abnormalabnormalabnormalabnormal,,,, DVRDVRDVRDVR willwillwillwill leadleadleadlead totototo notnotnotnot workworkworkwork properlyproperlyproperlyproperly,,,, eveneveneveneven DVRDVRDVRDVR willwillwillwill bebebebe damagedamagedamagedamaged,d,d,d, InInInIn suchsuchsuchsuch
circumstancescircumstancescircumstancescircumstances,,,, wewewewe recommendrecommendrecommendrecommend useruseruseruser totototo useuseuseuse ththththeeee regulatedregulatedregulatedregulated powerpowerpowerpower supply.supply.supply.supply.

3.2 Login
How to enter the menu mode:
Click the right button of mouse and select” menu” to enter the main menu interface;
Click the "Search " shortcut key, enter into the playback interface;
Click the "REC" shortcut key, enter into manual record interface;
Click "PTZ" shortcut key, enter into the PTZ control interface.

There are three default users of the system, they are "admin", "user", "default", the users of the system can not be removed. The initial password of
user "admin" is 666,666, which is the highest authority user, it can carry out all operations; the initial password of user "user" is 123456, which can
record, playback,backup and set parameters, etc., but it can not add new users or upgrade systems; the user “default” has been defaulted when it
leave factory, which is a lowest authority user, only have monitoring authority. (Figure 3-4)

Figure 3-4

Password security measures: User can only try five times in every 30 minutes, otherwise the account will be locked.
Note: For security reasons, please change the default password in time, if want to add and modify users, please refer "User Management" section.
With regard to input: Except using the DVR front panel and remote control to input, user also can click the left button of mouse at the input box, the
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software keyboard will be pop-up.

NOTE:NOTE:NOTE:NOTE: WhenWhenWhenWhen thethethethe DVRDVRDVRDVR isisisis recording,recording,recording,recording, timingtimingtimingtiming recordingrecordingrecordingrecording orororor alarmalarmalarmalarm recording,recording,recording,recording, ifififif thethethethe powerpowerpowerpower isisisis cutcutcutcut offoffoffoff orororor forcedforcedforcedforced totototo shutdown,shutdown,shutdown,shutdown, thethethethe devicedevicedevicedevice willwillwillwill
preserverpreserverpreserverpreserver thethethethe videosvideosvideosvideos andandandand automaticallyautomaticallyautomaticallyautomatically returnreturnreturnreturn totototo thethethethe priorpriorpriorprior workingworkingworkingworking condition.condition.condition.condition.

3.3 Preview
After DVR started normally, it will enter into preview screen directly.
The preview screen display the current time&date, the name and status of each channel, the meaning of the icons are as follows:

1 When the channel is recording,it will display this
icons;

2
If video lose, it will display this icons;

3
If there is motion, it will display this icons;

NOTE:whenNOTE:whenNOTE:whenNOTE:when presspresspresspress thethethethe SEARCHSEARCHSEARCHSEARCH buttonbuttonbuttonbutton forforforfor 5555 seconds,seconds,seconds,seconds, thethethethe VGAVGAVGAVGA andandandand CVBSCVBSCVBSCVBS cancancancan switchswitchswitchswitch easilyeasilyeasilyeasily fromfromfromfrom thisthisthisthis totototo thethethethe other;other;other;other;....

3.4 Record

Users can choose different recording modes according to their own needs. For different recording modes, when the channel is recording, it will
display a recording icon on the channel screen.

3.4.13.4.13.4.13.4.1 RecordingRecordingRecordingRecording

Notes:Notes:Notes:Notes: UserUserUserUser mustmustmustmust havehavehavehave recordingrecordingrecordingrecording operatingoperatingoperatingoperating authorityauthorityauthorityauthority totototo recordrecordrecordrecord.... BeforeBeforeBeforeBefore recording,recording,recording,recording, pleasepleasepleaseplease confirmconfirmconfirmconfirm thatthatthatthat thethethethe DVRDVRDVRDVR hashashashas beenbeenbeenbeen installedinstalledinstalledinstalled
hardhardhardhard disk,disk,disk,disk, andandandand thethethethe hardhardhardhard diskdiskdiskdisk hashashashas beenbeenbeenbeen formattedformattedformattedformatted correctly.correctly.correctly.correctly.

1)1)1)1) Enter into the recording control interface
Click the right button of mouse at preview status, and select “Recording Control” in the pop-up menu; or through the " Menu" → "Recording
Control" to enter the recording operation interface; user can also press ”REC” button at preview mode to enter into to the recording control
interface directly: (Figure 3-5)
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Figure 3-5

2)2)2)2) Recording operation interface instructions
【AUTOMATIC】The channel will automatically begin to record as the settings that users has stetted before.
【MANUAL】 Which has the highest level of priority, no matter what the current state of the channels are, if user click "Manual" button, all the
relative channels will be recording;
【STOP】 Stop all recording;
【ALL】 Choose all channels;

3.4.23.4.23.4.23.4.2 PlaybackPlaybackPlaybackPlayback

There are two playback ways in the system: fast playback and advanced playback. User can search file to playback, or playback as time.

1)1)1)1) FastFastFastFast PPPPlaybacklaybacklaybacklayback

Click "Search" or the right button of mouse under the preview screen, then choose” playback" in the pop-up menu to enter the fast playback, for

fast playback mode, it only support single-channel playback.

2)2)2)2) AdvancedAdvancedAdvancedAdvanced PlaybackPlaybackPlaybackPlayback
User Select "Menu"→“ File playback”, then can enter into advanced playback. It not only supports 8 channel playback independently, but also
support the 4channels to playback at the same time.

3)3)3)3) RecordingRecordingRecordingRecording SearchSearchSearchSearch (Figure 3-6)
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Figure 3-6

【SEARCH DATE】The record date of the files that you want to search;
【START TIME】/【END TIME】 The recording time period of the file that you want to search, start time should be less than end time.
【PLAY TYPE】 Playback according to the file, or according to time.
【SEARCH TYPE】 Select the file type that you want to search, there are ALL,TIME,ALARM,MOTION for options.
【SEARCH CHANNEL】8channles can be selected.
【PLAY】Select the file that you want to play in the search list, click "PLAY" button, or double click the file that you want to playback directly.
【PLAY TOGETHER】Select the search date, start time/end time and the channels that you want to playback, click "PLAY" button to play.

4)4)4)4) PlayPlayPlayPlay ControlControlControlControl StripStripStripStrip (Figure 3-7,Figure3-8)

Figure 3-7 playback control
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ButtonButtonButtonButton DescriptionsDescriptionsDescriptionsDescriptions ButtonButtonButtonButton DescriptionsDescriptionsDescriptionsDescriptions ButtonButtonButtonButton DescriptionsDescriptionsDescriptionsDescriptions
Play/Pause Stop Slow play

From fast play,
slowly play to

normal
Fast play Mute

Volume File Single-screen model

Four-screen
model

Hide the
progress bar

Exit

Descriptions:Descriptions:Descriptions:Descriptions:
1) The speed, channel, time, and process will be showed in playback control panel.
2) The playback control is effective for all channels when the videos are played according to precise time. However, the play control is effective
only for current channel if the video is played in elect model
3) According to time synchronization playback mode, the system will automatically skip the periods which all channels have no video.
4) The progress can be located through the mouse.

NoteNoteNoteNote::::TheTheTheThe volumevolumevolumevolume couldcouldcouldcould bebebebe controlledcontrolledcontrolledcontrolled throughthroughthroughthrough VOL+VOL+VOL+VOL+ andandandand VOL-VOL-VOL-VOL- duringduringduringduring playing.playing.playing.playing.

3.4.33.4.33.4.33.4.3 FileFileFileFile BackupBackupBackupBackup

“Menu”→“ FILE BACKUP”.(Figure 3-8)
The files backup of DVR could be carried out through DVD burners, USB storage equipment, network downloaded, etc. Here introduces operations
of DVR backup, and the explanations of network backup refer to chapter 8 "remote network control and management
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Figure 3-8

【DETECT】 If the system has connected to the backup device, Click this button, the list box will displays the type, partition, capacity and other
information of the device. New equipment needs another detection.
【REMOVE】Click remove button, the backup device has downloaded will be loaded safely.
【STOP】Suspend the backup task, but the task of DVD burner model cannot stop halfway.
【ADD】Search for the files which need for backup.
【CLR SEL】Remove single or multiple backup files which have selected in the list box. This operation only removes the backup file lists but not
deleting the files.
【CLR ALL】Remove all the backup files of the list box. This operation only removes the backup file lists but not deleting the files.
【BACKUP】Backup all the files of the list box to specified backup device. Please check the equipment if the space is large enough when select a
backup device.

According to the passage, time, or information retrieval type, the user can search for some useful files, and the information of these files will be
displayed in the list box. The user can also select multiple files for backup. After the add operation, the backup files will be displayed in “files backup”
files list.
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Figure 3-9 Backup retrieval

During the procedure of backup, the figure at the right bottom will show the current completed progress. Users can view the backup video files, and
the files always have a kind of format: Channel number+ year/month/day.
NOTENOTENOTENOTE::::InInInIn thethethethe processprocessprocessprocess ofofofof backup,backup,backup,backup, thethethethe figuresfiguresfiguresfigures atatatat thethethethe bottombottombottombottom willwillwillwill displaydisplaydisplaydisplay thethethethe real-timereal-timereal-timereal-time progress.progress.progress.progress. SoSoSoSo usersusersusersusers cancancancan dodododo somesomesomesome otherotherotherother operationsoperationsoperationsoperations
beforebeforebeforebefore thethethethe systemsystemsystemsystem automaticallyautomaticallyautomaticallyautomatically givinggivinggivinggiving aaaa suggestion.suggestion.suggestion.suggestion.

CHARP.4CHARP.4CHARP.4CHARP.4 MenuMenuMenuMenu OperationOperationOperationOperation

4.1 Menu Preview

MainMainMainMain MMMMenuenuenuenu SubmenuSubmenuSubmenuSubmenu RRRRemarkemarkemarkemark

PLAYPLAYPLAYPLAY BACKBACKBACKBACK

MMMMainainainain menumenumenumenu
Realizing video searching and playback. The search operations could be carried
out according to the type, channel, and time. The results will display in the list.
N-common video recording, A-alarm video recording、M-motion video recording.

HARDHARDHARDHARD DISKDISKDISKDISK
Display the hard disk information, including the types, positions of the socket, the
total capacity and usable capacity.
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SSSSYSTEMYSTEMYSTEMYSTEM INFOINFOINFOINFO

LOGLOGLOGLOG Display the event of the system according to the classification of log.

VVVVERSIONERSIONERSIONERSION
Display hardware and software versions or characteristics of the system such as
the release date.

NETNETNETNET USERUSERUSERUSER Check the information of online user, including IP address, login account

SSSSYSTEMYSTEMYSTEMYSTEM SETUPSETUPSETUPSETUP

SYSTEMSYSTEMSYSTEMSYSTEM
Settings of the basic parameters such as system time, date format, video format,
language and the number of this equipment.

ENCODINGENCODINGENCODINGENCODING Settings of the video or audio coding mode, frame rate, quality and so on.

RECORDINGRECORDINGRECORDINGRECORDING
Settings of advance recording, timing video, dynamic detection, external alarm
timing and so on. The record plan can be carried out during a week, and each day
could be divided into four periods.

PTZPTZPTZPTZ Settings of PTZ agreements and communication parameters

NETWORKNETWORKNETWORKNETWORK Settings of network address, PPPoE port, and DDNS.

AAAALARMLARMLARMLARM
Settings of type of sensor, alarm video channels, alarm output and the
corresponding parameters.

DETECTIONDETECTIONDETECTIONDETECTION
Settings of sensitivity and regional of the dynamic detection; handling methods
when the video lost or occlusion (alarm output and video channels)

DISPLAYDISPLAYDISPLAYDISPLAY
Settings of transparency and color of the menu; the way of picture cruise and
interval.

RECRECRECREC CONTROLCONTROLCONTROLCONTROL

Controls of automatic recording, manual recording or stop recording.

HARDHARDHARDHARD DISKDISKDISKDISK

Information about the hard disk and format operation of the hard disk



H.264H.264H.264H.264 NetworkNetworkNetworkNetwork DVRDVRDVRDVR

- 27 -

AAAALARMLARMLARMLARM
CONTROLCONTROLCONTROLCONTROL

Selection of alarm protection or removal, alarm output allow or prohibit

AAAADVANCEDVANCEDVANCEDVANCE

USERUSERUSERUSER
ACCOUNTACCOUNTACCOUNTACCOUNT

Add, delete, or modify user access or user password

EXCEPTIONEXCEPTIONEXCEPTIONEXCEPTION Selection of buzzer and alarm output when system is abnormal.

SOFTSOFTSOFTSOFT
UPGRADEUPGRADEUPGRADEUPGRADE

Selection of the functions that require maintenance, upgrade system software

VGAVGAVGAVGAADJUSTADJUSTADJUSTADJUST Regulations of the VGA and audio output parameters

RESTORERESTORERESTORERESTORE
According to the selection, the users can set the whole or part of the parameters
back to default, but not including the user account.

FFFFILEILEILEILE BACKUPBACKUPBACKUPBACKUP

Backup designated video files to the backup device

EXITEXITEXITEXIT

Cancellation of the current user, and the next operation needs input a password
Close, stop or restart DVR.

4.2 Menu Operation

"Menu”(Figure 4-1)
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Figure 4-1

The main menu has nine functions including playback, system info, system setup, recording control, hard disk, alarm control, advance, file, files
backup and exit.

EEEExplicationxplicationxplicationxplication:::: All of the following submenu settings become effective only when have been kept in confirmation, and the function is selected only
when the checkboxes has filled.

4.2.14.2.14.2.14.2.1 SystemSystemSystemSystem IIIInformationnformationnformationnformation

“Menu”→“ SYSTEM INFO”. (Figure 4-2)

The system information includes: hard disk, log, version and net user.
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Figure 4-2
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(1)(1)(1)(1) DiskDiskDiskDisk informationinformationinformationinformation
“Menu”→“SYSTEM INFO”→“DISK INFORMATION” (Figure 4-3)
Display the types, socket positions, total capacity and usable capacity of the hard disk which have been connected to device.

Figure 4-3

(2)(2)(2)(2) LogLogLogLog informationinformationinformationinformation
“Menu”→“SYSTEM INFO”→“LOG INFORMATION”. (Figure 4-4)
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Display log information of the system. The users can search the download information easily.
【LOG TYPE】Can choose 【all】, 【system】, 【set】, 【data management】, 【warning】, 【videos operation】, 【users management】.
【START TIME】Set the start point of log inquiry.
【END TIME】 set the end point of log inquiry.
After the settings of log period and type, press the "search" button, the users can see the log information in the list which meet the conditions,
using the button "<<" and "> >”, the users can also turn the page.

Figure 4-4

((((3333))))VersionVersionVersionVersion informationinformationinformationinformation
“Menu”→“SYSTEM INFO”→“VERSION INFORMATION”. (Figure 4-5)
Display the versions of system software, hardware and MCU, including release date.
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Figure 4-5

((((4444)))) OnlineOnlineOnlineOnline useruseruseruser
“Menu”→“SYSTEM INFO”→“NET USER”. (Figure 4-6)
In view of the information about online users, including account name and IP address.
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Figure 4-6

4.2.24.2.24.2.24.2.2 DDDDiskiskiskisk MMMManagementanagementanagementanagement

“Menu”→“HARD DISK” (Figure 4-7)
Display the current hard disk attributes: type, total capacity, usable capacity.
According to the execution button, the users can do some operations such as current formatting disk.
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Figure 4-7

Note:Note:Note:Note: PleasePleasePleasePlease stopstopstopstop recordingrecordingrecordingrecording beforebeforebeforebefore formatformatformatformat thethethethe hardhardhardhard disk.disk.disk.disk.
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CHARP.5CHARP.5CHARP.5CHARP.5 SystemSystemSystemSystem ControlControlControlControl

5.1 PTZ Control

5.1.15.1.15.1.15.1.1 ConnectionConnectionConnectionConnection

1) Connect the speed dome camera’s control cable to DVD’s RS-485 port. pay attention to +,-match order.
2) Connect the cameras video cable to DVR video input.
3) Connect power to cameras.

5.1.25.1.25.1.25.1.2 PreparationPreparationPreparationPreparation

1) Setup the control address of speed dome camera, choose the corresponding protocol.
2) Switch the current picture to display channel.

5.1.35.1.35.1.35.1.3 OperationOperationOperationOperation

Click right key of the mouse when display ,pop-up the shortcut menu then choose "PTZ control" or press "PTZ" key to enter the control
menu.(Figure 5-1,Figure 5-2)

Figure 5-1

【PTZ】When move mouse to the top, bottom, left and right place in the current picture, screen will present the corresponding direction arrow
automatically. Press the mouse can control the direction. It can also be controlled through the panel ort controller ←↑→↓ key.
【Speed】Control the direction speed of PTZ camera through the step size adjustment, the bigger size, the faster speed.
【-Iris+】Iris size adjustment
【-Focus+】Focus adjustment
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【-Zoom+】Zoom function, also can use the mouse wheel to control the zoom.

Note:Note:Note:Note: ChangeChangeChangeChange thethethethe iris,iris,iris,iris, focusfocusfocusfocus andandandand zoomzoomzoomzoom modemodemodemode throughthroughthroughthrough "MODE""MODE""MODE""MODE" key,key,key,key, itititit cancancancan alsoalsoalsoalso controlcontrolcontrolcontrol thethethethe LENS+,LENS+,LENS+,LENS+, thethethethe LENS-LENS-LENS-LENS-....

图 5-2

【Operation】<Scan Limit> Move the speed dome camera to left side and setup the left limit. Setup the right limit when camera move to right side,
<Auto Scan> after starting, it can control the camera scan automatically between the right and left limit side.
<Pattern Set> after starting, it will record all paths of the PTZ camera and save it when stop.
<Auto Iris> System will adjust the iris to the best effect automatically after switch on
<Backlight Compensation> Choose this option, system will provide backlight compensation when in the dark situation.

Note:Note:Note:Note: ThisThisThisThis operationoperationoperationoperation functionfunctionfunctionfunction needsneedsneedsneeds totototo connectconnectconnectconnect withwithwithwith thethethethe frontfrontfrontfront endendendend device,device,device,device, andandandand matchmatchmatchmatch thethethethe protocol.protocol.protocol.protocol.

【Aux】Input the auxiliary output number which need to be controlled, Click ""ONT or "OFF" key.
【Preset】 Adjust the direction and angle of cameras, input the preset number and click "Setup”. Input the preset number and click "Call”, camera

will turn to the position automatically which is corresponding to the preset number.

5.2 Video Control
Click right key of the mouse when display, pop-up the shortcut menu then choose "Video adjust". As the following picture (Figure 5-3):
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Figure 5-3

Adjust the Brightness、Chroma,Contrast,Saturation of current picture, use the mouse wheel or ←→ key to make adjustment with precision.

5.3 Sound Monitoring

To monitor the scene sound in current display, click right key of the mouse on the channel need to be monitored, pop-up the shortcut menu then
choose "open monitor”., if this channel already be choosed, the option will be "Close monitor".

5.4 Alarm Control

5.4.15.4.15.4.15.4.1 AlarmAlarmAlarmAlarm ControlControlControlControl

"Main menu"->"Alarm Control" (Figure 5-4)
【Automatic】Arm and disarm in schedule according to the alarm setup.

【Manual】High priority level, after choosing manual arm, all channels will be in arm status.

【Clear】】Disarm. No response to the alarm input.
【Output】Whether the alarm input is agreed when alarm happen.
【ALL】 Choose all channels
Setup the alarm output port, white color means the channel is selected, press "Confirm" to save and "Exit" to cancel the setup and return.
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Figure 5-4

5.4.25.4.25.4.25.4.2 ClearClearClearClear AlarmAlarmAlarmAlarm

Click right key of the mouse when display, pop-up the shortcut menu then choose "Clear Alarm". As the following picture:(Figure 5-5)

Figure 5-5

Press "Clear" key to stop the current alarm record and output. But not disarm, may trigger the alarm again.

IconsIconsIconsIcons explication:explication:explication:explication:

All alarm input channels are at arm status.

One or several alarm input channels are at arm status.

One or several alarm input trigger alarm, click this icon and pop-up "Clear alarm" window, it will display the alarm information.
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CHARP.6CHARP.6CHARP.6CHARP.6 SystemSystemSystemSystem SetupSetupSetupSetup

"Main Menu"-"System Setup" (Figure6-1)
System Setup is including” System”, “Encoding”, “Recording”, “PTZ”, “Network”, “Alarm”, “Detection ”, “Display”.

★ Note:Note:Note:Note: TheTheTheThe useruseruseruser cancancancan onlyonlyonlyonly enterenterenterenter intointointointo thethethethe systemsystemsystemsystem setupsetupsetupsetup whenwhenwhenwhen hehehehe hashashashas authority.authority.authority.authority.

Figure 6-1

6.1 System Setup

"Main Menu"-"System Setup" System Setup"(Figure 6-2)
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Figure 6-2

【System Time】Revise the current DVR system date and time, Click “Set Time” to save the setup.
【Date Format】Date demonstration format options, including year/month/day, month/date/year, day/month/year and so on.
【Separator】 “-” , display will be 2009-02-25.
【Time Format】】24 hour format and 12 hour format.
【Language】Language options.
【DVR ID】When one remote controller controlling several standalone DVR, The remote controller ID should be the same as DVR ID,or it can’t
work.
【Video System】Video system PAL and NTSC options, must restart the DVR after revising.

★ Note:Note:Note:Note: StopStopStopStop currentcurrentcurrentcurrent videovideovideovideo recordingrecordingrecordingrecording beforebeforebeforebefore settingsettingsettingsetting systemsystemsystemsystem time.time.time.time.

6.2 Encoding Setup
"Main Menu"-"System Setup"-"Encoding Setup". (Figure 6-3)



H.264H.264H.264H.264 NetworkNetworkNetworkNetwork DVRDVRDVRDVR

- 42 -

Figure 6-3

【Channel】Choose the channel needs to be setup, ALL” means all channels.
【Encode Type】 There are two options, one is “Audio&Video” stream and the other is “Video” stream only. If you want to record video and
audio, please select “Audio&Video” option, otherwise you can select “Video” option to record only video.
【Encode Size】 CIF HD1,D1.(Only for full function equipment)
【Stream Control】 The option of "variable rate" and "fixed rate"
【Encode Quality】 6 grades of the picture quality: The best, very good, good, In general, poor, bad.
【Stream Rate】 Encode rate options, the higher rate, the higher picture quality, and the more HDD space will be occupied.
【Frame Rate】1 ~25/seconds (PAL) or 1~30/seconds (NTSC) continuously adjustable.
【Time Display】,【Title Display】Each channel may superimpose the time and the channel title, Click “Setup” and drag the time title or channel
title to appropriate place then setup complete. The video will display the time and channel information when playback.
【Copy setting to the following channel】Copy the setup to all channels, realizes the same encoding setup

★ Note:Note:Note:Note: WhenWhenWhenWhen thethethethe codecodecodecode flowflowflowflow controlcontrolcontrolcontrol setsetsetset totototo dynamicdynamicdynamicdynamic bit-rate,bit-rate,bit-rate,bit-rate, 【StreamStreamStreamStream RateRateRateRate】expressedexpressedexpressedexpressed thethethethe upperupperupperupper limitlimitlimitlimit valuevaluevaluevalue
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6.3 Recording Setup

"Main Menu"-"System"-"Recording Setup" (Figure 6-4)
The DVR default recording schedule is 24 hours continuously. It can be setup according to the schedule request,for example,record the video as the
type and time set.

Figure 6-4

It's including the schedule setup of normal video record,motion detect record and alarm record.
【Disk Full】How to deal with when the video recording hard disk is full . “Over write” means system will cover the earliest video recording document
and continue to record, “stop video recording” means system will stop the current video recording.
【Duration】The automatic production video recording document time-gap, the scope is 5-120 minutes.
【Channel】/【Schedule】 Drop-down menu. Choose the corresponding channel number/week to carry on the establishment, Click “ALL” to choose
all channels.
【Alarm Pre-record】Record the video before alarm happened, it’s around 5 seconds time.
【Time section】Express the record type of current channel, there are four time section options. It can be the same record type in different time
sections. The time scope is 00:00-24:00. After each channel parameter establishment finished, please press "Save" key.
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【Normal】【Motion】【Alarm】Setup the record type, it can be single selected or multi-selected.
【Copy setting to the following channel Copy the setup to all channels, realizes the same record establishment.

★ Note:Note:Note:Note: UsersUsersUsersUsers shouldshouldshouldshould savesavesavesave eacheacheacheach channelschannelschannelschannels separatelyseparatelyseparatelyseparately afterafterafterafter setupsetupsetupsetup complete.complete.complete.complete.

6.4 PTZ Setup

"Main Menu"-"System"-"PTZ Setup" (Figure 6-5)

Figure 6-5

【Channel】 Choose the channel to connect on the speed dome camera, "ALL" means all channels.
【DEV Address】 Setup the address of speed dome cameras. The numerical ranges 0-255.

★ Note:Note:Note:Note: TheTheTheThe addressaddressaddressaddress mustmustmustmust bebebebe consistentconsistentconsistentconsistent withwithwithwith thethethethe speedspeedspeedspeed domedomedomedome cameras,cameras,cameras,cameras, orororor DVRDVRDVRDVR can'tcan'tcan'tcan't controlcontrolcontrolcontrol thethethethe cameras.cameras.cameras.cameras.



H.264H.264H.264H.264 NetworkNetworkNetworkNetwork DVRDVRDVRDVR

- 45 -

【Protocol】 Choose the corresponding control protocol : Pelco_P, Pelco_D, the default is Pelco_D.
【Baud Rate】 Choose baud rate of the corresponding speed dome cameras, it can control the corresponding channel's PTZ and cameras, the
scope is 1200-115200, the default is 9600.
【Data Bit】 From 5 to 8, the default is 8.
【Stop Bit】 1,2, the default is 1.
【Check】 None, odd parity, Even Parity, default is none.
【Flow Control】 None, Xon/Xoff, the hardware, the default is None.
【Copy setting to the following channel】 Copy the setup to all channels, realizes the same PTZ establishment.

★ Note:Note:Note:Note: UsersUsersUsersUsers shouldshouldshouldshould savesavesavesave eacheacheacheach channelschannelschannelschannels PTZPTZPTZPTZ parameterparameterparameterparameter separatelyseparatelyseparatelyseparately afterafterafterafter setupsetupsetupsetup complete.complete.complete.complete.

6.5 Network Setup
"Main Menu"-"System"-"Network Setup" (Figure 6-6)
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Figure 6-6

【Ethernet IP】 Change the IP address parameter from the numeric keyboard or the soft keyboard (IP address can only be changed in this option)
【Netmask】 Setup the IP network mask address.
Physical address: Setup the physical address of network card. the digital input is the hexadecimal system. (Figure 6-7)

Figure 6-7

【EmailEmailEmailEmail functionfunctionfunctionfunction setupsetupsetupsetup 】 As is shown in the picture :

Mail server: smtp.163.com e.g. 163 mail server

Sender address : abc@163.com sender mail address

(E.g. you use 163 mail)

Sender user name: abc sender user name should correspond

With your mail address

Sender password: xxx your own mail password

Confirm password: xxx confirm your own mail password

Receiver address: cba@163.com receiver mail address

Email function will only work when alarm effected.

Pressing mail test button, you will send one testing mail to receiver's email

NOTE:NOTE:NOTE:NOTE: youryouryouryour sendersendersendersender mailboxmailboxmailboxmailbox mustmustmustmust supportsupportsupportsupport STMPSTMPSTMPSTMP functionfunctionfunctionfunction

mailto:abc@163.com
mailto:cba@163.com
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【Gateway】Setup the gateway IP address.
【DNS】Setup DNS server IP address.
【Server Port】 The default is 7777, may change it according to the user actual need and it will be effective after restart the system.
【HTTP port】 Default is 80, after the revision, restart the system and it will be effective. If the port has been changed, it must display the selected
HTTP port, such as:http://192.168.0.117:1234
【DDNS Enable】Pass the dynamic domain name analysis server. Supports 3322 free dynamic domain name analysis (Register account at
http://www.3322.org).
【PPPoE Auto Link】 Input ISP (Internet service provider)provided PPPoE user name and password, Click " Dial UP" then starts to connect. After
connecting successfully, “PPPoE IP” will display the automatically obtained WAN's dynamic IP address. If choose 【PPPoE Auto Link】 option, DVR
will try to connect PPPoE when power on.

★ Note:Note:Note:Note: AfterAfterAfterAfter PPPoEPPPoEPPPoEPPPoE dialdialdialdial upupupup successful,successful,successful,successful, useruseruseruser maymaymaymay visitvisitvisitvisit thethethethe DVRDVRDVRDVR remotelyremotelyremotelyremotely accordingaccordingaccordingaccording totototo【PPPoEPPPoEPPPoEPPPoE IPIPIPIP】 displayeddisplayeddisplayeddisplayed IPIPIPIP address,address,address,address, InInInIn locallocallocallocal areaareaareaarea
network,network,network,network, cancancancan visitvisitvisitvisit thethethethe DVRDVRDVRDVR throughthroughthroughthrough thethethethe networknetworknetworknetwork card.card.card.card.



H.264H.264H.264H.264 NetworkNetworkNetworkNetwork DVRDVRDVRDVR

- 48 -

6.6 Alarm Setup

"Main Menu"-"System"-"Alarm Setup" (Figure 6-8).

Figure 6-8

【Alarm Input】 Choose the corresponding alarm channel number, “ALL” means all channels.
【Device Type】 Alarm input “Normal Open” or “Normal Close” options. (voltage output mode).
【Alarm reset after】 Setup the corresponding delay time (5~255 seconds),after exterior warning cancelled, the system will delay the time
automatically. Then close the alarm the linkage output .
【SEQ Display】 When alarm signal happen. It will patrol display single channel which is setup to record. The patrol time can be setup in 【system
setup】【Output mode】.
【Recording Channel】 Select the channels need to be recorded, if alarm happen, when system is in "Automatic record" mode(3.4.1 channel record)
and The alarm record time is available in "Video setup" (video Setup),the system will open the alarm record.
【Schedule】 Make the week as alarm output time section unit. Permit the alarm output and OSD output in the corresponding time.
【DEV output】 Alarm may linkage the corresponding alarm output device in selected time section.
【OSD Output】 Screen will display information when alarm happen in selected time section.
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★ Note:Note:Note:Note: UsersUsersUsersUsers shouldshouldshouldshould savesavesavesave eacheacheacheach channelchannelchannelchannel separatelyseparatelyseparatelyseparately afterafterafterafter setupsetupsetupsetup complete.complete.complete.complete.

6.7 Video Detection Setup

"Main Menu" → "System Setup" → "Detection." (Figure 6-9)
Explication:Explication:Explication:Explication:
1) When in the switching type, set video loss detection and blocking the non-regional and sensitivity.
2 )When video channel changing is detected, the screen will show the dynamic-channel detection, video loss and video shelter signs.
3) Drag and drop with the mouse directly to choose the dynamic detection of the region, press and hold the left mouse button to set up the detection
regions, press and hold the right button of mouse to clear detection region, it is necessary to preserve the dynamics of the current detection region,
and press the “save” button after quit the region setting.

6.7.16.7.16.7.16.7.1 VideoVideoVideoVideo DDDDetectionetectionetectionetection

By analyzing the video image, system will open the motion detection alarm when it detects that there is mobile signal that can achieve the default
sensitivity. (Figure 6-9)
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Figure 6-9

【CHANNEL】Choose to the channel for motion detection , "all" means all the channels.
【ALARM TYPE】Select the type of detection settings: Motion detection.
【ALARM DELAY】 set corresponding delay time (5 ~ 255 seconds), when the external alarm is abolished, system will correspond delay time
automatically, then close the alarm output and interaction.
【RECORDING】Select the desired video channel of the video channel (can repeat), when alarm occur, If the system is in"record automatically"
mode(video mode, see "3.4.1-channel video"),and the "alarm record" in the” record setting" is within the effective time (see" Video Settings 6.3 "),the
system will start the alarm record.
【ALARM DEV OUT】The alarm output linkage occurs with alarm
【SCHEDULE】To set the alarm output period for week, it means the alarm output and display are allowed within corresponding time
【SENSITIVITY】Can be set as follows: the highest, high, average, low.
【screen tips】within the time of selection, corresponding information will be shown when alarm occurs.
【Copy the current settings to the following】 users access to the channel settings can be copied to other channels, to achieve the same alarm
settings.
【dynamic inspection area】 click setting and then enter。The setting area is divided into 192(16X12)areas。
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The green area is dynamic detection zones, the white areas is area without any deployment. Hold and press the left mouse button to set up
detection region, press and hold the right mouse button to clear the detection region. Press “save” button to save the dynamic detection of regional
settings. (Figure 6-10)

Figure 6-10

★ Note:Note:Note:Note: WhenWhenWhenWhen copyingcopyingcopyingcopying thethethethe parameters,parameters,parameters,parameters, onlyonlyonlyonly copycopycopycopy detectiondetectiondetectiondetection parametersparametersparametersparameters ofofofof thethethethe currentcurrentcurrentcurrent settings,settings,settings,settings, copycopycopycopy thethethethe dynamicdynamicdynamicdynamic detectiondetectiondetectiondetection ofofofof parametersparametersparametersparameters
doesdoesdoesdoes notnotnotnot includeincludeincludeinclude thethethethe detectiondetectiondetectiondetection ofofofof regionalregionalregionalregional....

6.7.26.7.26.7.26.7.2 VVVVideoideoideoideo LLLLossossossoss

When the video images do not exist or are interrupted, the system can be dealt with in accordance with the appropriate settings. (Figure 6-11)
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Figure 6-11

【CHANNEL】Choose to the channel for video loss , "all" means all the channels.
【ALARM TYPE】Select the type of detection settings: Video loss.
【ALARM DELAY】Set corresponding delay time (5 ~ 255 seconds), when the external alarm is abolished, system will correspond delay time
automatically, then close the alarm output and interaction.
【ALARM DEV OUT】The alarm output linkage occurs with alarm
【SCHEDULE】Setting the alarm time period at week, means alarm output or screen display is allowed in the corresponding time.
【screen tips】Within the time of selection, corresponding information will be shown when alarm occurs.
【Copy the current settings to the following】Users access to the channel settings can be copied to other channels, to achieve the same alarm
settings.

6.7.36.7.36.7.36.7.3 VideoVideoVideoVideo BlindBlindBlindBlind

When someone maliciously blocking the lens, or as a result of light and other factors leading to a video output in a single color screen, the image will
not be able to conduct on-site monitoring. By setting the shelter alarm, can effectively prevent the occurrence of this phenomenon. (Figure 6-12)
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Figure 6-12

【CHANNEL】Choose to the channel for shelter alarm , "all" means all the channels.
【ALARM TYPE】Select the type of detection: shelter detection.
【ALARM DELAY】Set corresponding delay time (5 ~ 255 seconds), when the external alarm is abolished, system will correspond delay time
automatically, then close the alarm output and interaction.
【ALARM DEV OUT】The alarm output linkage occurs with alarm
【SCHEDULE】Setting the alarm time period at week, means alarm output or screen display is allowed in the corresponding time.
【screen tips】Within the time of selection, corresponding information will be shown when alarm occurs.
【Copy the current settings to the following】Users access to the channel settings can be copied to other channels, to achieve the same alarm
settings.

6.8 Local Display
“Main menu”→“System setup”→“Display”。(Figure 6-13)
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Figure 6-13

【CHANNEL NAME】Click the channel name modification button, enter the channel name menu, and modify the channel name.
【WINDOW COLOR】Display type for the widow and the menu: Baby blue, fuchsine, heavy green are the three optional color.
【TRANSPARENCY】Setting for transparency of the back group: 25%, 50%, 75% are optional.
【Start the turning】Start the channel turning function, all the channels will display by turns.
【Turning alternation】Set up the schedule for turning, the time is from 5s to 120s.The turning page includes single channel, four channels, and nine
channels. The single channel option means turning page is in single channel. The four channel option means the turning page is with four channel
(channel 1,2,3,4 formulate page 1, channel 5,6,7,8 formulate page 2).The nine channel page means the turning is in 9 channels. The turning
sequence is single channel, four channels, and nine channels in turn.

CCCCHARP.HARP.HARP.HARP.7777 SystemSystemSystemSystem MMMManagementanagementanagementanagement
"Main Menu" → "Advance" to show sub-menu, including: user accounts, exception handling, system maintenance, output regulation, restoring the
default. (Figure 7-1)
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Figure 7-1

7.1 User Account
"Main Menu" → "Advance" → "User Account." (Figure 7-2)
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Figure 7-2

User name characters in length up to a maximum of 8 bytes, ignore ding both spaces. Can be letters, numbers or other symbols. The number of
users can be up to 12, the user name can not be repeated, admin users can modify the password for each user and permissions, other users can
only edit your password, view their own competence.

Change Password: Select the account needing to be amended, enter the current user password, and enter the account password and confirm the
new password. Press the “Save” button to modify the password. Password can be set to 0 to 8. (Figure 7-3, Figure 7-4)

★ Note:Note:Note:Note: thethethethe currentcurrentcurrentcurrent useruseruseruser passwordpasswordpasswordpassword totototo enterenterenterenter thethethethe menumenumenumenu refersrefersrefersrefers totototo thethethethe useruseruseruser loginloginloginlogin password;password;password;password; adminadminadminadmin usersusersusersusers cancancancan useuseuseuse theirtheirtheirtheir ownownownown passwordpasswordpasswordpassword totototo
modifymodifymodifymodify otherotherotherother user'suser'suser'suser's password.password.password.password.
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Figure 7-3

Figure 7-4

To increase users: to add new users and set user permissions control. Increase access to the user's menu interface, then enter your user name,
user password and Confirm password (password by twice must be the same), and configure the list of appropriate popedom for the user in the
"popedom control". "Allow duplicate log" means that the account can be used at the same time, multiple users can log on to the system using
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the account. (Figure 7-5)

Figure 7-5

There are there default users:admin, usrer, default. The three users can not be deleted. Admin user is a high authority, may carry out all operations,
and the default user is low in permissions to factory default. When there are no way users log on or write off the current user, the system will
automatically log on with this account. Users can modify this account through the authority to finish some permission for which there is no need to
log on.

7.2 Exception
"Main Menu" → "Advance" → "Exception" (Figure 7-6)
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Figure 7-6

【Exception】 To choose the type of abnormal situation: The hard disk is full, the hard disk error, and network disconnection.
【Buzzer Alarm】 whether allow buzzer alarm prompt or not , when there is abnormal situation,.
【Alarm output】Where there is abnormal alarm ,start the joint output of alarm.

NoteNoteNoteNote:::: thethethethe systemsystemsystemsystem cancancancan viewviewviewview thethethethe loglogloglog recordsrecordsrecordsrecords ofofofof detaileddetaileddetaileddetailed exceptionexceptionexceptionexception information.information.information.information.

7.3 System Maintenance
"Main Menu" → "Advance" → "Soft upgrade" (Figure 7-7)
Click to start to upgrade, the system automatically start to detect the upgrade file.
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Figure 7-7

7.4 Output Adjustment
"Main Menu" → "Advance" → VGAAdjust." (Figure 7-8).
Manage the VGA output adjustment region, color brightness and resolution.



H.264H.264H.264H.264 NetworkNetworkNetworkNetwork DVRDVRDVRDVR

- 61 -

图 7-8

NoteNoteNoteNote::::"restore""restore""restore""restore"→→→→"Local"Local"Local"Local display",display",display",display", selectselectselectselect this,thethis,thethis,thethis,the outputoutputoutputoutput parametersparametersparametersparameters willwillwillwill bebebebe changedchangedchangedchanged totototo factory-set.factory-set.factory-set.factory-set.

7.5 Restore
"Main Menu"→"Advance"→"Restore"(Figure 7-9)
The system back to factory-set, according to the options menu select the corresponding set to resume.

Note:Note:Note:Note: MenuMenuMenuMenu color,color,color,color, Language,Date&TimeLanguage,Date&TimeLanguage,Date&TimeLanguage,Date&Time format,format,format,format, system,system,system,system, IPIPIPIP address,address,address,address, UserUserUserUser accountaccountaccountaccount won'twon'twon'twon't bebebebe back.back.back.back.
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Figure 7-9

CHACHACHACHARP.RP.RP.RP.8888 RemoteRemoteRemoteRemote NetworkNetworkNetworkNetwork CCCControlontrolontrolontrol andandandand MMMManagementanagementanagementanagement

8.1 Remote Settings

8.1.18.1.18.1.18.1.1 NetworkNetworkNetworkNetwork SSSSecurityecurityecurityecurity SSSSettingettingettingettingssss

Please set internet security level before install ActiveX:
(1)Open IE Browser, select” Tools”-“Internet options”
(2) In the dialog box that appears, select the "Security" tab. (Figure 8-1)
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Figure 8-1
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(3) click on the "Custom Level", enter the security settings. (Figure 8-2)

Figure 8-2

ActiveXActiveXActiveXActiveX controlscontrolscontrolscontrols andandandand plug-insplug-insplug-insplug-ins installedinstalledinstalledinstalled
� ActiveX controls automatically prompt
� to the marked safe for scripting of ActiveX controls to execute script
� not marked as safe for the ActiveX controls Initialize and script
� Binary and script behaviors
� Binary and script behaviors
� Download signed ActiveX controls
� Run ActiveX controls and plug-ins
TheTheTheThe aboveaboveaboveabove categoriescategoriescategoriescategories willwillwillwill bebebebe "Enable","Enable","Enable","Enable", whichwhichwhichwhich isisisis veryveryveryvery important.important.important.important.
NoteNoteNoteNote:::: InstallInstallInstallInstall ActiveX;ActiveX;ActiveX;ActiveX; pleasepleasepleaseplease closeclosecloseclose firewallfirewallfirewallfirewall andandandand antivirusantivirusantivirusantivirus software.software.software.software.
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8.1.28.1.28.1.28.1.2 ConnectionConnectionConnectionConnection SettingSettingSettingSettingssss

DVR through the remote access network, local area network connection, the client computer's IP address must be with the DVR at the same
network segment, in the wide area network connection through the dynamic IP address or domain name to connect, when the two sides need to
ensure that public network can access it. The following introduces the method of local area network connection settings:
1.1.1.1.right-click "My Network Places" in the pop-up menu, click on "Properties", open "Network Connections."
2222.Double-click open the "Local Area Connection." (Figure 8-3)

Figure 8-3

3.3.3.3. Click "Properties." (Figure 8-4)
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Figure 8-4
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4.4.4.4. Double-click "Internet Protocol (TCP / IP)". (Figure 8-5)

Figure 8-5

5.5.5.5. See PC's IP address, subnet mask, default gateway. (Figure 8-5 in the parameters depending on the specific circumstances of different
users)
6.6.6.6. DVR set up the corresponding IP address, subnet mask, and default gateway (see section 6.5 Network Settings). DVR which the subnet
mask, default gateway and the PC the same as, IP address must be in the same network segment, but you can not have been used with the
same IP address, or IP addresses will result in conflict. The above map for example, IP address should be: 192.168.0.X, in which X is not 40 or
1 (including the other is using the IP address), and can not be more than 255, the subnet mask is 255.255.255.0, gateway to 192.168.0.1.



H.264H.264H.264H.264 NetworkNetworkNetworkNetwork DVRDVRDVRDVR

- 68 -

8.1.38.1.38.1.38.1.3 ActiveXActiveXActiveXActiveX DDDDownloadownloadownloadownload IIIInstallationnstallationnstallationnstallation

After completion of the above settings, open the IE browser, enter http://192.168.0.X (192.168.0.X network settings for the DVR to set the IP
address) and confirm, if changes to network settings DVR http port, we must also add a colon + port number (assuming the current port number for
the P), such as the right to visit http://192.168.0.X:P, after select "install the ActiveX control", the network automatically download and install control
(Figure 8-6).

Figure 8-6

If the DVR ActiveX have a new version is available, IE browser will automatically update if prompted. Please update ActiveX to ensure that the client
ActiveX are not in use, or else fail to update

8.2 Remote Connection

8.2.18.2.18.2.18.2.1 ConnectionConnectionConnectionConnection

Download the ActiveX is complete, run the ActiveX panel automatically pop-up login. (Figure 8-7)
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Figure 8-7

【Login mode】offers two login approach
IP Address: fill in IP address; enter an address with the same DVR's IP address network settings;
By domain: fill in the host network settings to set up the DDNS domain name or the domain name mapping through the router,
"authentication domain" can confirm the validity of the domain name;

【Port】 Input port number and network port number must be set the same port number;
【Username / password】 default username is admin;
【Auto-start all channels when succeed in logging server】(through the wan network connection, so as not to enable);
【From Window X to start preview】From which window to start preview
【After succeed in login or logout server, exit dialog】After succeed in login, exit dialog.
Delete Select to delete the corresponding server, can be deleted;

【Alias】To set the server Alias, Click save in order to management.
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Enter the appropriate parameters, select Login. (Figure 8-8)
If the login fails, the pop-up figure prompted, please check the IP address, port number, user name, password. (Figure 8-8)

Figure 8-8

After a successful login, is shown below (Figure 8-9)
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Figure 8-9

8.2.28.2.28.2.28.2.2 MMMMultiultiultiultipleplepleple SSSServererverervererverssss LLLLoginoginoginogin

Click Login in right side of screen, can login other servers at the same time.

8.2.38.2.38.2.38.2.3 ChannelChannelChannelChannel AAAAssociatedssociatedssociatedssociated MMMMenuenuenuenussss

Right-click in the preview window, pop-up menu associated channel. (Figure 8-10)

Figure 8-10

【Full screen】Enlarge the interface to entire screen;
【Full Display】The video display window will enlarge to full screen display;
【Start audio】Open audio;
【Stop Preview】Stop the current channel preview;
【Start Record】Save the real-time video;
【Speed +】Playback mode, to speed up the playback speed;
【Speed -】To lower speed playback;
【Capture】Capture the current window picture and save;
【Search】Search video files, including local search and remote search;
【Channel Name】set the name of the DVR corresponding channel, preview and record overlay of the channel name will change.
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8.3 Control

Click the Control on right side of screen; come out the dialog (Figure 8-11)

Figure 8-11

Select the required Server to Status control.

8.3.18.3.18.3.18.3.1 GeneralGeneralGeneralGeneral

Reboot server Control server reboot.
Shut down server Control server shut down
Remote upgrade Open the local upgrade procedures, will start upgrade if the upgrade files are ready.



H.264H.264H.264H.264 NetworkNetworkNetworkNetwork DVRDVRDVRDVR

- 73 -

Figure 8-12

8.3.28.3.28.3.28.3.2 VideoVideoVideoVideo

Remote adjust the parameter of brightness, color, contrast, saturation of video, in order to achieve the best video effect
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Figure 8-13

8.3.8.3.8.3.8.3.3333 LogLogLogLog

Customer can remote-view the log on digital video recorder.(Figure 8-15)
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Figure 8-15

【Start time】/【end time】 choose the time period
【Log type】Can choose all logs, system log, configuration log, data log, alarm log, picture recording log, and user management.
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8.3.8.3.8.3.8.3.4444 DownloadDownloadDownloadDownload

User can remote download the files of Digital Video Recorder to keep it on the local backup or play.(Figure 8-16)

Figure 8-16

【Channel】 Choose the channel that needs to be search.
【Record type】 all recording, general recording, alarm recording, motion recording
【Start time】/【End time】 choose the time period
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8.4 Setting

NoteNoteNoteNote:::: CCCChoosehoosehoosehoose ””””savesavesavesave””””,,,, whichwhichwhichwhich willwillwillwill keepkeepkeepkeep thethethethe currentcurrentcurrentcurrent setup.setup.setup.setup. ChooseChooseChooseChoose ““““savesavesavesave allallallall””””,,,, whichwhichwhichwhich willwillwillwill keepkeepkeepkeep allallallall thethethethe setup.setup.setup.setup.
Click the right “setup”, enter to setting faceplate.(Figure 8-17)

Figure 8-17
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8.4.18.4.18.4.18.4.1 LocalLocalLocalLocal SSSSetetetettingtingtingting

【Common Setting】GUI language: Chinese, English
Adjust WINDOWS COLOR: RGBColor parameters setup
Start heartbeat mechanism: real-time detecting of the network connection status

【Record Setting】 Catalogue: Choose the storage place of local recording.
Disk retain space: the recording will not use this space

Automatic Segmentation cycle: setting range of 5-120 minutes
Can automatically cover when disc is full; Can do this again.

【Capture Setting】Catalogue: Choose the storage place of local recording.
Disk retain space: the recording will not use this space

【Download Setup】Catalogue: Choose the storage place of downloaded files.
Disk retain space: the downloaded files will not use this space

【Stream Transport】protocol:UDP,TCP be optional, choose UDP for general LAN; choose TCP for WAN.
Performance: The depth buffer that network data receives is according to network situation. The real-time better, the buffer
smaller; the degree of fluency better, the buffer bigger. In general, choose “real-time best” for general LAN, choose
“real-time better” or “good both at real-time and degree of fluency” for WAN.

8.4.28.4.28.4.28.4.2 CommonCommonCommonCommon SettingSettingSettingSetting,,,, EncodingEncodingEncodingEncoding SettingSettingSettingSetting,,,, RecordRecordRecordRecord Setting,Setting,Setting,Setting, AlarmAlarmAlarmAlarm Setting,Setting,Setting,Setting, PTZPTZPTZPTZ Setting,Setting,Setting,Setting, VideoVideoVideoVideo Detect,Detect,Detect,Detect, VideoVideoVideoVideo Loss,Loss,Loss,Loss, VideoVideoVideoVideo

BlindBlindBlindBlind

Please refer to relative content of “Chapter 4 System Setup”
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8.5 Toolbar Introduction

8.5.18.5.18.5.18.5.1 Real-timeReal-timeReal-timeReal-time PPPPreviewreviewreviewreview CCCControlontrolontrolontrol

After successful login the server, users can remote preview DVR images in real-time. Select a unused window and click the "Start" button, the
system will pop-up the channel connection selection box. The highlighted channel shows that at present it has been in a preview state.
It can save the real-time preview video to the specified recording directory if click “recording” button; it can stop the preview of this winder if click”
stop” button.
Point "recording" button can be saved in real-time video preview to the local directory specified in the video. Point to "stop" button can stop the
previewing of this window.
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Figure 8-18



H.264H.264H.264H.264 NetworkNetworkNetworkNetwork DVRDVRDVRDVR

- 81 -

8.5.28.5.28.5.28.5.2 PPPPlaybacklaybacklaybacklayback

User can playback the local recording files, and also can remote playback the files on DVR. Click “stop” to stop playing.

Figure 8-19

8.6 Other Operations

8.6.18.6.18.6.18.6.1 PTZPTZPTZPTZ andandandand PrPrPrPreseteseteseteset CCCControlontrolontrolontrol
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Figure 8-20

Direction button respectively control PTZ to up, down, right, left. Click the middle button to setup the preset point and adjust.

8.6.28.6.28.6.28.6.2 LensLensLensLens CCCControlontrolontrolontrol

Figure 8-21

【+focus-】 Control lens to long distance and short distance.
【+Auxiliary -】Auxiliary switch.
【+image-】Fine adjust the focus.
【+Aperture -】Aperture adjustment.

8.6.38.6.38.6.38.6.3 WindWindWindWindowowowow BBBBrowserowserowserowse MMMModeodeodeodessss

Figure 8-22

Provides 8 kinds of window modes for switching: single channel,4 channels,6 channels, 8 channels, 9 channels, 16 channels, 25 channels, 36

channels.

CHARP.10 Mobile phone client software operation

Mobile phone model supported currently:

S60 Nokia

• N73， N71， N75，N76，N77，N78，N79，N80，N81，N82，N85，N86，N91，N92，N93，N93i，N95，N96
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Mobile phone client software installation:

1. First, download software from CD to your mobile phone and then install this software .Click DVR icon shown below picture 9-1

to enter software.

9-1

2. When entering software, please input server address and port number. And then click Login icon to download into surveillance software interface.
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3 . When entering software interface , please follow the mobile phone function button presentation to operation shown as below .

Note: Before use this software, please firstly select corresponding GPRS server from mobile phone server list.

CHARP.10CHARP.10CHARP.10CHARP.10 FAQFAQFAQFAQ

◎CCCConnectedonnectedonnectedonnected totototo thethethethe power,power,power,power, thethethethe machinemachinemachinemachine didndidndidndidn’’’’tttt startstartstartstart running.running.running.running.
1. Check whether the power switch is turned on;

2. Check the operator is correct;

3. Check whether the power is adequate.
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◎HangingHangingHangingHanging atatatat thethethethe bootbootbootboot screen.screen.screen.screen.
1. The hard disk has physical damage;

2. The system guide is un-normal.

◎StartingStartingStartingStarting veryveryveryvery slow.slow.slow.slow.
The error of hard disk can cause the main board check the hard disk repeatedly, so the starting is very slow

◎HostHostHostHost restartrestartrestartrestart repeatedly.repeatedly.repeatedly.repeatedly.
1. Please check the host power supply, if connect lots of hard disks, there may be appear power insufficient, and cause the host restart repeatedly;

2. Please unplug the network cable, and check whether the machine run normally, the existence of serious network failure may cause the host

restart repeatedly.

◎WhenWhenWhenWhen viewviewviewview thethethethe videovideovideovideo orororor playbackplaybackplaybackplayback thethethethe recordingrecordingrecordingrecording normally,normally,normally,normally, thethethethe machinemachinemachinemachine hang.hang.hang.hang.
1. Check whether the connection of the hard disk, and replace the failure hard disk timely;

2. Check whether the temperature is too high;

3. Check whether there have heavy current device, the impact of heavy current will crash the video cable, and cause the host cannot work.

◎TheTheTheThe operationoperationoperationoperation ofofofof updateupdateupdateupdate failure.failure.failure.failure.
1. U disk compatibility bad. And the host cannot recognize it, change a new brand, and try again;

2. The USB connect bad.

◎InInInIn monitormonitormonitormonitor orororor TV,TV,TV,TV, thethethethe imageimageimageimage showsshowsshowsshows blackblackblackblack andandandand white.white.white.white.
·Check the video input, DVR, monitor or TV is exactly the same video format, if it isn’t, please change the setting to automatic station.
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◎TheTheTheThe monitormonitormonitormonitor orororor pcpcpcpc screenscreenscreenscreen cannotcannotcannotcannot showshowshowshow anything.anything.anything.anything.
1. Check whether the power of monitor is on, and the brightness is at the minimum station;

2. Check whether the connection of video cable is ok.

◎TheTheTheThe waterwaterwaterwater rippleripplerippleripple ofofofof imageimageimageimage isisisis clearly,clearly,clearly,clearly, andandandand havehavehavehave interferenceinterferenceinterferenceinterference distortion.distortion.distortion.distortion.
1. Check whether there exist short-circuit;

2. The video cable was interfered by heave current, and the video cable cannot connect together with the heave current circuit .please choose the

shielded cable;

3. Check whether the monitor or TV is aging.

◎Real-timeReal-timeReal-timeReal-time imageimageimageimage andandandand videovideovideovideo datadatadatadata existexistexistexist thethethethe problemproblemproblemproblem ofofofof colorcolorcolorcolor distortion.distortion.distortion.distortion.
1. Check whether the video input/output setting is right;

2. Check whether the connection is right.

◎WhenWhenWhenWhen usingusingusingusing thethethethe pcpcpcpc screen,screen,screen,screen, thethethethe imageimageimageimage getgetgetget thethethethe problemproblemproblemproblem ofofofof distortiondistortiondistortiondistortion andandandand colorcolorcolorcolor cast.cast.cast.cast.
1. Check the connection of VGA cable and the DVR is right;

2. The temperature of DVR working is too high, or the heat can't dissipate, which may cause the chipset of VGA cannot work normally, or the

setting of current circuit is wrong.

◎MosaicMosaicMosaicMosaic appearsappearsappearsappears inininin thethethethe serverserverserverserver’’’’ssss videosvideosvideosvideos playbackplaybackplaybackplayback....
1. The low parameters would cause the whole quality of videos, and then Mosaic may appear in the playback;

2. Bad disk sectors also leads to the appearing of Mosaic during the playback.

◎ActiveXActiveXActiveXActiveX ofofofof clientclientclientclient cancancancan’’’’tttt bebebebe updatedupdatedupdatedupdated automatically.automatically.automatically.automatically.
1. Whether the IP address accessing server is correct;

2. Whether the settings of browser are correct (refer to 8.1.2);
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3. Please turn off the window if it’s open;

4. Support the ActiveX control has some problems of compatibility, please use Microsoft Internet Explorer to access server.

AppendixAppendixAppendixAppendix A:A:A:A: TechnicalTechnicalTechnicalTechnical SpecificationsSpecificationsSpecificationsSpecifications

PX-1201-675PX-1201-675PX-1201-675PX-1201-675
VideoVideoVideoVideo CompressionCompressionCompressionCompression H.264

VideoVideoVideoVideo InputInputInputInput 8ch (1.0Vp-p/75Ω,BNC)

VideoVideoVideoVideo OutputOutputOutputOutput 3ch (1.0Vp-p/75Ω,BNC×1;Super Video×1;VGA×1)

ResolutionResolutionResolutionResolution

Display: 720×576(PAL),720×480(NTSC)

Recording: D1 :704×576（PAL），704×480（NTSC）
HD1: 704×288（PAL），704×240（NTSC）
CIF: 352×288（PAL），320×240（NTSC）

FrameFrameFrameFrame
D1 :50 FPS(PAL),60 FPS (NTSC)

CIF:200 FPS(PAL),240 FPS(NTSC)

AudioAudioAudioAudio InputInputInputInput BNC×8

AudioAudioAudioAudio OutputOutputOutputOutput RCA×1

AudioAudioAudioAudio CodecCodecCodecCodec ADPCM

AlarmAlarmAlarmAlarm InputInputInputInput 8CH

AlarmAlarmAlarmAlarm OutputOutputOutputOutput 2CH

RecordingRecordingRecordingRecording ModeModeModeModessss Manual, Schedule, Motion, Alarm

TripleTripleTripleTriplexxxx Record, Playback, Network

NetworkNetworkNetworkNetwork InterfaceInterfaceInterfaceInterface RJ45(10M/100M)

PTZPTZPTZPTZ ControlControlControlControl Enable, set up the preset and use the mouse to move or scale the picture

CommunicationCommunicationCommunicationCommunication InterfaceInterfaceInterfaceInterface RS485×1, USB2.0×1 USB1.1×1

HardHardHardHard DiskDiskDiskDisk Support larger than 1TB SATA HDD

PowerPowerPowerPower SupplySupplySupplySupply 12V/3A DC Adapter
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AppendixAppendixAppendixAppendix B:B:B:B: AlarmAlarmAlarmAlarm InputInputInputInput InterfaceInterfaceInterfaceInterface InstructionInstructionInstructionInstruction

8CH alarm input, no input model limitation (often open or often close);
The alarm detector (GND) terminal parallel with com terminal (alarm detector is supplied by external power),
The alarm detector ground terminal parallel with DVR ground terminal.
NC terminal of alarm detector connect to DVR alarm input (ALARM)
If the users want to reset the alarm which has been triggered, a detector, such as smoke detector, which supply by the +12V DVR power and
controllable is needed.
The external power should share the same ground with the DVR if the device is supply by external power.
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AppendixAppendixAppendixAppendix C:C:C:C: AlarmAlarmAlarmAlarm OutputOutputOutputOutput InterfaceInterfaceInterfaceInterface InstructionInstructionInstructionInstruction

4CH switch alarm output, the users can choose often open or close contacts. The external alarm device needs extra power.
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